
Anaconda SEALTITE®

 Type NMUA UL Listed CSA Certified Nonconductive Conduit

Liquid-Tight Flexible Non-Metallic Conduit (LFNC)

Construction

exceptional crush and corrosion resistance.

thermoplastic PVC that resists heat, oil and chemical 
breakdown.

Installation

conduit Type B for easy installation. IP 66/67 Rated 
when installed with approved connectors.

through 2".

3/8" through 2".

Rigid PVC Reinforced 3/8" through 2"

NEC Articles

(LFNC-B)

I Div. 2

II Div. 1 & 2

Class III Div. 1 & 2

 

www.ul.com www.csa-international.org 

www.nfpa.org www.naed.org 

www.nema.org www.anametelectrical.com

U.L. LISTED 

Ordering Information
Approx

Inside Approx

Electrical Bend Weight

Trade Size Inside Diameter Outside Diameter Radius lbs. Standard Carton Standard Reels

Inches mm Inches Inches Inches PER Length NAED Length NAED

MIN. MAX. MIN. MAX. 100 FT. Feet PIN Feet PIN

3/8 12 .484 – .504 .690 – .710 2.0 13 100 39702 1000 39708

1/2 16 .622 – .640 .820 – .840 3.5 14 100 39712 1000 39713

3/4 21 .820 – .840 1.030 – 1.050 4.5 16 100 39722 700 39724

1 27 1.041 – 1.066 1.290 – 1.315 6.5 26 100 39731 500 39734

1-1/4 35 1.380 – 1.410 1.635 – 1.660 8.0 34 50 39741

1-1/2 41 1.575 – 1.600 1.865 – 1.900 9.0 45 50 39753

2 53 2.020 – 2.045 2.340 – 2.375 11.0 62 50 39761

TYPICAL SPECIFICATION:
Conduit shall be Anaconda SEALTITE® Type NMUA. Conduit shall be constructed of non-metallic PVC material and shall be 
used for inside, outside and corrosive applications in accordance with Article 356 of the National Electric Code. Conduit shall 

Type “B” non-metallic conduit. Conduit IP 66/67 rated when installed with approved end connectors.

Type NMUA
Gray thermoplastic PVC
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