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40 CDK - MODULAR WATERTIGHT ENCLOSURES AND DISTRIBUTION BOARDS - IP65

TECHNICAL CHARACTERISTICS

Standard: IEC EN 606070-1 (CEI 23-48); IEC EN 60670-24 (CEI 23-49) (*).
Suitable for assemblies in compliance with IEC EN 61439-1and IEC EN 61439-3
Degree of protection: IP65

Protection against indirect contact: double insulation - [0 (+)

Installation temperature: max. +60°C; min. -25°C

Rated voltage: 400V

Rated insulation voltage: 1000V in accordance to EN 62208 (both cc and dc)

Rated current: 125A

Material: technopolymer GW PLAST.

Enclosures predisposed for terminal blocks: halogen-free in accordance with EN 60754-2
(CEIEN 50267-2-2)

Impact resistance: IK 09

Heat resistance: thermo-pressure with ball 70°C

Resistance to abnormal heat and fire: Glow wire test 650°C

(+) Complete insulation in accordance with EN 61140 Standard, obtainable with screwcaps (GW 44 623) o resin fixing brackets (GW 44 621).

(*) Enclosure type: GP (CEl 23-51) and PD

BEHAVIOUR WITH CHEMICAL AND ATMOSPHERIC AGENTS
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DISTRIBUTION BOARDS
B C
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SURFACE-MOUNTING HOME NETWORKING ENCLOSURE

TECHNICAL CHARACTERISTICS

Technical specifications and reference standards: STOAEAD02362 (TIM specific); Material: Halogen-free technopolymer, in compliance with EN 60754-2 (CEI EN 50267-2-2)
IEC EN 606070-1 (CEI 23-48); IEC EN 60670-24 (CEI 23-49) (*); CEl 23-50 Installation temp.: max. +60°C, min. -15°C
Degree of protection: IP65 with door closed Resistance to heat thermo-pressure with ball: 70°C

Degree of impact resistance: IK08, in compliance with EN 62262;
Rated voltage: 250V Installation: surface-mounting
Max power loss: 50W

(*) Type of casing: GP (CEI 23-51) and PD

BEHAVIOUR WITH ATMOSPHERIC AND CHEMICAL AGENTS

Resistance to abnormal heat and fire: Glow wire test 650°C
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solution Concentrated Diluted Concentrated Diluted Hexane Benzol Acetone Ethyl alcohol oil rays
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Dimension tables
SURFACE-MOUNTING HOME NETWORKING ENCLOSURE FOR NETWORK CABLING
410
319 140
S 110.5
+ | g
A7 ‘ 7
|
O G Ol
77777777 1
} } A{)eg resa
| Area Modem/Router ‘ I12”5x§2
‘ BxHxP 250x205x35 ‘ I 35
| T |
0 \ \ in
3 I R R 5 8 \
[
‘ Area Switch N Area ONT ‘
‘ BxHxP 180x130x22 ‘ ‘ BxHxP 170x130x22 22
\ I \
I I
\
© \ o
| \ I
S W A P W P
&
L

For technical information contact the Technical Assistance Service or visit gewiss.com

Technical Information

Version 2.1 3



@0

aD1 YN

0732001311
www.ateka.co.il

[1IIDN
nxiipPn
nn7w

7
PUN





