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ELEKTRIK

»» TRAY SUPPORTS FOR THREADED RODS
Pre-galvanized (TS EN 10346 - TS EN 10143)

Description (n5m> (me) ‘fi’é’%'c'f (();mr '?E‘c“)" "
AT3 050 50 1,5 0,091 3008276 20 /<%< /‘;—7\
AT3 100 100 1,5 0,100 3008274 10 e ’ﬂ
AT3 150 150 1,5 0,130 3008272 10 / 70
AT3 200 200 1,5 0,155 3008270 10 7,(12
AT3 250 250 1,5 0,179 3008268 10 lé? /
AT3 300 300 1,5 0,203 3008266 10 ZT
»» TRAY SUPPORTS FOR THREADED RODS
Hot Dip Galvanized After Fabrication (TS EN ISO 1461)
Description ( mAm) (Jm) ‘(ﬁ’g;gy} ?;::::: I:gcc)k Steel Dowel
AT3 050 50 1,5 0,100 3008277 20 ensen it
AT3 100 100 1,5 0,110 3008275 10 Threaded Rod
AT3 150 150 1,5 0,143 3008273 10
AT3 200 200 1,5 0,171 3008271 10 AT 3
AT3 250 250 1,5 0,197 3008269 10
AT3 300 300 1,5 0,223 3008267 10
1 pcs M8/M10 steel dowel
AT3 MAX.LDLI-\D and DEFLECTION VALUES 1 Egz mgm ﬁfrteezsle%nrggﬂ
1 2 os 6 washer
20 2 pcs M8/M10 nut
should be used.

100 120 140

M8 Beam Clamp
% Max. load value allowed in kg
M8 Threaded Rod
le | h
r:—‘ Console length (mm) M8 Nut
luﬁ'“ Under the console load allowed, the bending
(mm) at the end of the hanger support
Load values in tables have been defined on the basis of the TS EN 61537 standard. M6x12
Bolt

AT 3
M Please indicate order code in your orders.

MW Please contact us for special size. W Material weights may vary by = 10%



ELEKTRIK

»» TRAY SUPPORTS FOR THREADED RODS
Pre-galvanized (TS EN 10346 - TS EN 10143)

~
D ipti A B T  Weight  Order Pack \/ 5
escription (L oy m) Goko  Code o) AT / S

AT4 050 125 85 2 0,120 3007950 20 A\ -
AT4 100 175 135 2 0,168 3007948 20
AT4 150 225 185 2 0,215 3007946 20 / \}/
AT4 200 275 235 2 0,262 3007944 20 \ -
AT4 250 325 285 2 0,310 3007942 20 % \ﬂgo
AT4 300 375 33 2 0,357 3007940 20 T\ \\\ A%
AT4 400 475 435 2 0,457 3007938 20 @
AT4 500 575 535 2 0,557 3007936 20
AT4 600 675 635 2 0,642 3005829 20
AT4 1000 1075 1035 2 1,021 3007934 20 Threaded Rod
»» TRAY SUPPORTS FOR THREADED RODS
Hot Dip Galvanized After Fabrication (TS EN IS0 1461)
Description (mAm> (n?m) (me) \(l!gu/ggt ((]::)ddl: ey
AT4 050 125 85 2 0,132 3007951 20
AT4 100 175 135 2 0,184 3007949 20
AT4 150 225 185 2 0,236 3007947 20
AT4 200 205 | 25| 2 0,288 3007945 20 2 pes M8/M10 threaded rod
2 pcs M6x12 bolt
AT4 250 325 285 2 0,341 3007943 20 AT4 2 pes M6 washer nut
AT4 300 375 33 2 0392 3007941 20 Shoud s used,
AT4 400 475 435 2 0,502 3007939 20
AT4 500 575 535 2 0,601 3007937 20
AT4 600 675 635 2 0,706 3005830 20
AT4 1000 1075 1035 2 1,123 3007935 20
At4 MAX.LOf\D and DEFLECTION VALUES
—] )
o M10 Beam Clamp

M10 Threaded Rod
M10 Nut

/| et
A:-é"

0 40 80

AT 4

M| Please indicate order code in your orders.
MW Please contact us for special size. W Material weights may vary by = 10%



ELEKTRIK

»» TRAY SUPPORTS FOR THREADED RODS
Pre-galvanized (TS EN 10346 - TS EN 10143)

A L T  Weight  Order

Description ) m)  kadpe) Code
MKT 1000 1000 2 1,006 3110199
MKT 2000 2000 2 2,012 3110200
MKT 3000 3000 2 3,018 3110201

»» TRAY SUPPORTS FOR THREADED RODS
Hot Dip Galvanized After Fabrication (TS EN IS0 1461)

e L T  Weight  Order

Description ) m) ko) Code
MKT 1000 1000 2 1,106 3004545
MKT 2000 2000 2 2,213 3004546
MKT 3000 3000 2 3,320 3108824

W After the area is cut at required measures, the cut area should be
painted in line with the coating procedure. (See. Binrak Page 33)

M| Please indicate order code in your orders.
MW Please contact us for special size.

MKT

Threaded Rod

2 pcs M8/M10

Threaded Rod

2 pcs M6x12 Bold
2 pcs M6 Washer Nut

4 pcs M8/M10

Nut

should be used.

MKT MAX.LOAD and DEFLECTION VALUES

o " .l U
/ S
A:-é' e B 11

0 40 80 120 160 200 240 280 320 360 400 440 480 520 560

i

80

70

60

W Material weights may vary by + 10%




ELEKTRIK

»» TRAY SUPPORTS FOR THREADED RODS
Pre-galvanized (TS EN 10346 - TS EN 10143)

inti T L Weight  Order
Description o Code
LP2
LP2 1000 2 1000 0,980 3001959 - >/\,)
LP2 2000 2 2000 1,959 3001961
\/
LP2 3000 2 3000 2,939 3001963 S
/
l \\/
33 é\/ =
»» TRAY SUPPORTS FOR THREADED RODS N
Hot Dip Galvanized After Fabrication (TS EN 1SO 1461) \//
2
_— T L Weight  Order ™.
Description ) | 6o (kg_/gc_) Code
LP2 1000 2 1000 1,078 3001960
LP2 2000 2 2000 2,155 3001962 W After the area is cut at required measures, the cut area should be
LP2 3000 2 3000 3,233 3001964 painted in line with the coating procedure. (See. Binrak Page 33)
LB2 MAX.LOAD and DEFLECTION VALUES 2GR S
E E Console length (mm)
40
35 Under the console load allowed, the bending
600 30 @F (mm) at the end of the hanger support
25
‘/, /ﬁi 0 Load values in tables have been defined on the basis of the TS EN 61537 standard.
gl e
|~ 250
1< =t 10
4/ L 1150
7 100 5
| ]
0 40 80 120 160 200 240 280

Threaded Rod

2 pcs M8/M10 Threaded Rod

T=2mm 2 pcs M6x12 Bold
2 pcs M6 Washer Nut
LP2 4 pcs M8/M10 Nut

should be used.

M| Please indicate order code in your orders.
MW Please contact us for special size. W Material weights may vary by + 10%



ELEKTRIK

»» HEAVY DUTY SUPPORTS (L) 13
Hot Dip Galvanized After Fabrication (TS EN IS0 1461) 9
e T L Weight  Order
Description mm)  @m)  (ka/pe)  Code LP3 L /# 7
LP4 50

LP3 1000 3 1000 1,781 3004563 /‘

LP3 2000 3 2000 3,566 3004565 -

LP3 3000 3 3000 5,350 3004566 Q 50 \/"’Q

q

LP4 1000 4 1000 2,323 3004568 T? ~

LP4 2000 4 2000 4,651 3004570 - ,{b&“

LP4 3000 4 3000 6,979 3004571 7)<
W After the area is cut at required measures, the cut area should be

painted in line with the coating procedure. (See. Binrak Page 33)
LP3 MAX.LOAD and DEFLECTION VALUES é Max. load value allowed in kg
E E Console length (mm)
40
35 Under the console load allowed, the bending
}E 30 %’ (mm) at the end of the hanger support
AL 500 2%
//, oo 0 Load values in tables have been defined on the basis of the TS EN 61537
//// //: @}. standard.
/] /'/. i 3“" = 0
772005 it B A s i ) B

e e

%,;...:"‘US

0 50 100 150 200 250 300 350 400 450 500 550 600 650 700

LP4 MAX.LOAD and DEFLECTION VALUES
— Threaded Rod
40
35
A0 -
500 2
Z4RRER]
i "
s | oo " '
i 1250
%// b 200 1
7 2O st ] R Y S
gEEn T L e 2 pcs M10/M12 Threaded Rod
0 300 I 660 I 9(;0 I 12‘00 I 1500 1800 2100 T=3-4 mm 3 Egz mgXJVZaSBhOeIfNUt
g LP3 4 pes M10/M12 Nut
LP4 should be used.

M| Please indicate order code in your orders.
MW Please contact us for special size. W Material weights may vary by + 10%



ELEKTRIK

»» TRAY SUPPORTS FOR THREADED RODS
Pre-galvanized (TS EN 10346 - TS EN 10143)

. T A Weight Order  Ppack ATS
Description A /Qn_) Code s
040 AT5 100 2,5 97 0,080 3006412 10 IS
\r
040 AT5 200 25 197 0,149 3006413 10 JT\ \
060 AT5 100 2,5 97 0,100 3006415 10
060 AT5 200 25 197 0,168 3006416 10 Al

AT5 MAX.LOAD and DEFLECTION VALUES i, Iz vellve ellionree)in i

Console length (mm)

20

Under the console load allowed, the bending

(mm) at the end of the hanger support

y__ﬁ&m 0 v Load values in tables have been defined on the basis of the TS EN 61537 standard.

W AT5 type product just available to use up to 1.2mm thickness tray , Please do not order for over 1.2mm thickness cable trays/

Threaded Rod

ATS

1 pcs M8 Threaded Rod
2 pcs M6x12 Bold

2 pcs M6 Washer Nut
should be used.

AT5 cannot be used with
non-perforated duct.

M Please indicate order code in your orders.
MW Please contact us for special size. W Material weights may vary by + 10%
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. BR401-1,5 BR 452 - 2,0
»» BINRAK CHANNEL BR 201 -1,5 mm m BR 462 - 25 mm

Pre-galvanized (TS EN 10346 - TS EN 10143)

- . S
inti T  Weight  Order . R S
Description om (em)  Code o8 P P
ST \'f”\ N
BR 201 BINRAK 15 1207 3008330 & \
BR 401 BINRAK 1,5 1,587 3008328 oy
BR 452 BINRAK 2 1,936 3005312
BR 462 BINRAK 2,5 2,341 3005314 L=3000 mm L=3000 mm L=3000 mm
‘ 22 ‘ 22
»» BINRAK CHANNEL " T M- T T
Hot Dip Galvanized (TS EN ISO 1461) - _J‘—’%_ i ‘ I
75
inti T  Weight Order 21 41 41
Description o Gom)  Code | I { B l .
41 ‘ IR X

BR 451 BINRAK 1,5 1,327 3008331 L—’
Al M

BR 461 BINRAK 1,5 1,745 3008329

B ekt GBS 2 2RI I W After the area is cut at required measures, the cut area should be
BR 462 BINRAK 25 2,575 3005315 painted in line with the coating procedure. (See. Binrak Page 33)

P> FITTING ACCESORIES BRA 4 BRA 6

Weight ~ Order

Description (ka/e)  Code

28,2

Lighting Hanger Clips 0,015 3008327
Ceiling Hanger Set 0,050 3008325 \

@55

M8

Lighting Hanger Clips Ceiling Hanger Set

1@
O

M| Please indicate order code in your orders.

MW Please contact us for special size. W Material weights may vary by + 10%




ELEKTRIK

»» HEAVY DUTY SUPPORTS ()
Hot Dip Galvanized (TS EN IS0 1461)

T L Weight  Order
(mm)  (mm)  (kg/pc) Code s 13

Description
ZPY 50‘ 9
ZPY 1000 3 1000 3,022 3004416 L /‘
ZPY 1500 3 1500 4,534 3004417
ZPY 2000 3 2000 6,045 3004418 13,50
ZPY 3000 3 3000 9,068 3001957 T \
ZPY 1000 4 1000 3,973 3004483 > \\/
AN
ZPY 1500 4 1500 5,959 3004484 7 \/ >
f
ZPY 2000 4 2000 7,947 3004485 64 \"9
¢‘/ \ /
ZPY 3000 4 3000 11,920 3001958 %a/%&%

W After the area is cut at required measures, the cut area should be
painted in line with the coating procedure. (See. Binrak Page 33)

BRA CABLE CLAMP
KMH-KMA Cable Ladder

ZPY

M Please indicate order code in your orders.
MW Please contact us for special size. W Material weights may vary by = 10%



ELEKTRIK

» P UNIVERSAL SUPPORTS
Hot Dip Galvanized (TS EN IS0 1461)

- L T Weight  Order UAS

Description () (mm) (ko/p0) Code
UAS-K4 SUPPORT (1) 200 4 0,475 3005333
UAS-K4 SUPPORT (2) 250 4 0,594 3005332
UAS-K4 SUPPORT (3) 300 4 0,713 3005331
UAS-K4 SUPPORT (4) 350 4 0,832 3005330
UAS-K4 SUPPORT (5) 400 4 0,951 3005329 L
UAS-K4 SUPPORT (6) 500 4 1,189 3005328 | A ‘ 40

e

- I
UAS-K4 SUPPORT (7) 600 4 1,426 3005327 22#@ | OO OO | - . L 10
UAS-K4 SUPPORT (8) 700 4 1,664 3005326 5 i o 527 —
UAS-K4 SUPPORT (9) 1100 4 2,615 3005325

W After the area is cut at required measures, the cut area should be A=Cable tray width
painted in line with the coating procedure. (See. Binrak Page 33)
UAS 4 mm MAX.LOAD and DEFLECTION VALUES % Max. load value allowed in kg

E E Console length (mm)

12
1000 Under the console load allowed, the bending
10 f
700 @} (mm) at the end of the hanger support
600
8
4 500 Load values in tables have been defined on the basis of the TS EN 61537 standard.
/ / 400 6
/ d L= _I300 @}f
/ / 250
/ VoA~ ! 200 .
/ L~ A | I 15
& I | | | 100
/ | | 2
A |
st AEEE
0 200 400 600 800 1000 1200 1400 1600

2

M| Please indicate order code in your orders.
MW Please contact us for special size. W Material weights may vary by + 10%



ELEKTRIK

»» UNIVERSAL SUPPORTS
Hot Dip Galvanized (TS EN IS0 1461)
inti L T Weight ~ Order )
Description i - b Code UAS-K5
UAS-K5 SUPPORT (1) 200 5 0,751 3005324
UAS-K5 SUPPORT (2) 250 5 0,938 3005323
UAS-K5 SUPPORT (3) 300 5 1,126 3005322
UAS-K5 SUPPORT (4) 350 5 1,313 3005321
UAS-K5 SUPPORT (5) 400 5 1,501 3005320 L
UAS-K5 SUPPORT (6) 500 5 1,876 3005319 A 50
UAS-K5 SUPPORT (7) 600 5 2,252 3005318 & [
UAS-K5 SUPPORT (8) 700 5 2627 3005317 O O O O O O 15 =i
UAS-K5 SUPPORT (9) 1100 5 4,129 3005316 50 50 13¢27
W After the area is cut at required measures, the cut area should be A=Cable tray width

painted in line with the coating procedure. (See. Binrak Page 33)

UAS-K5 MAX.LOAD and DEFLECTION VALUES

o |

0 500 1000 1500 2000 2500

é Max. load value allowed in kg
E Console length (mm)

Under the console load allowed, the bending
*' (mm) at the end of the hanger support

Load values in tables have been defined on the basis of the TS EN 61537 standard.

MW Please indicate order code in your orders.
W Please contact us for special size. W Material weights may vary by + 10%



ELEKTRIK

»» HEAVY DUTY SUPPORTS (U)
Hot Dip Galvanized (TS EN ISO 1461)

Description (mLm) (Jm) ‘?ﬂg}ggt %::;: “U” Profile
40x40x4 1000 4 3,362 3086602
40x40x4 2000 4 6,723 3086603
40x40x4 3000 4 10,085 3086604
50x50x4 1000 4 4,398 3086608
50x50x4 2000 4 8,796 3086609
50x50x4 3000 4 13,193 3086610

20

0 O O

40

’)
40
25 50 50
>T<
20
i e e
w0
N ')
25 50 50
50

W After the area is cut at required measures, the cut area should be
painted in line with the coating procedure. (See. Binrak Page 33)

U-IRON SAFE CARRIAGE CAPACITIES
Max. Load Allowed

L 0 (ko)
LOADING DIRECTION )
40x40x4mm  50x50x4mm
@ 500 400 600
750 330 510
E 1000 270 430
1250 210 375
1500 170 320
DISTRIBUTED LOAD 1750 140 265
q 2000 120 210

I I T T ) 100 185

2500 85 160
L 2750 70 140

3000 60 120

M Please indicate order code in your orders.
MW Please contact us for special size. W Material weights may vary by = 10%



ELEKTRIK

»» UNIVERSAL SUPPORT FITTINGS (M8)

Weight ~ Order

(kg/pe) Code

UK-L1 Universal Support Unit (L-120) M8 0,189 3008227
UK-L2 Universal Support Unit (L-240) M8 0,377 3008226
UK-L3 Universal Support Unit (L-360) M8 0,566 3008225
UK-L4 Universal Support Unit (L-480) M8 0,755 3008224
UK-L5 Universal Support Unit (L-960) M8 1,509 3008223

Description

Weight ~ Order Pack

Description (kg/set) Code (pc)

UAT1 50 cm Single Pendant Set (120) M8 0,722 3008178 20
UAT1 100 cm Single Pendant Set (120) M8 0,919 3008177 20
UAT1 150 cm Single Pendant Set (120) M8 1,117 3008181 20
UAT1 200 cm Single Pendant Set (120) M8 1,233 3008182 20
UAT2 50 cm Double Pendant Set (360) M8 1,820 3008180 20
UAT2 100 cm Double Pendant Set (360) M8 2,214 3008179 20
UAT2 150 cm Double Pendant Set (360) M8 2,610 3008183 20
UAT2 200 cm Double Pendant Set (360) M8 2,842 3008184 20

Set of UAT1 M8 consists; 2 UK-L1 Universal bracket, 1 M8 threaded rod,
4 M8 nut, 1 M8 steel dowel should be used.

Set of UAT2 M8 consists; 2 UK-L3 Universal bracket, 2 M8 threaded rod,
8 M8 nut, 2 M8 steel dowel should be used.

»» UNIVERSAL SUPPORT UNITS (M10)

o Weight ~ Order
Description (kg/pc) Code

UK-S1 Universal Support Unit (L-120) M10 0,188 3008147 $\

UK-S2 Universal Support Unit (L-240) M10 0,376 3008148 <

UK-S3 Universal Support Unit (L-360) M10 0,565 3008149 T @“o\
UK-S4 Universal Support Unit (L-480) M10 0,753 3008150

UK-85 Universal Support Unit (L-960) M10 1,506 3008151 \

L Weight  Order Pack
Descrlptlon (ka/set) Code (pc.) Q%

UAT1 50 cm Single Pendant Set (120) M10 0,842 3008158 20
UAT1 100 cm Single Pendant Set (120) M10 1,150 3008159 20
UAT1 150 cm Single Pendant Set (120) M10 1,459 3008155 20
UAT1 200 cm Single Pendant Set (120) M10 1,768 3008154 20

UAT2 50 cm Double Pendant Set (360) M10 2,062 3008156 20
UAT2 100 cm Double Pendant Set (360) M10 2,678 3008157 20
UAT2 150 cm Double Pendant Set (360) M10 3,296 3008153 20
UAT2 200 cm Double Pendant Set (360) M10 3,914 3008152 20

Set of UAT1 M10 consists; 2 UK-S1 Universal bracket, 1 M10 threaded rod,
4 M10 nut, 1 M8 steel dowel should be used.

Set of UAT2 M10 consists; 2 UK-S3 Universal bracket, 2 M10 threaded rod,
4 M10 nut, 2 M8 steel dowel should be used.



ELEKTRIK

» P CEILING MOUNTING FITTINGS
Hot Dip Galvanized After Fabrication (TS EN IS0 1461)

L T TensileLoad Weight Order Pack

Descri pt fon (mm)  (mm) (kg) (kg./pc) Code (pc.)

TMP 1 Ceiling Support Unit 125 2 250 0,228 3008194 10
TMP 1 Ceiling Support Unit 250 2 250 0,326 3008193 10

TMP 1 Ceiling Support Uit 500 2 250 0476 3008192 10 TMP 1
‘ 100 ‘
| |
[ I ]
2910 O o11() T @ 20
11x15 O 9x15  11x15 23 @
o11—+C) L@ 29 () J Y
15@ -
417\
YA
G i}
35
J
T
T

»» SUPPORT EXTENSION UNITS
Pre-galvanized (TS EN 10346 - TS EN 10143)

o L T  Weight  Order  Pack
Ui e mm  @m  (ehd  Code (o) L
/\\ /70
ASU 1A-1 125 2 0089 3008580 20 5 ~
ASU 1A-2 250 2 0179 3008578 20 I \ﬁ
ASU 1A-3 500 2 0358 3008576 20 Y
ASU 1A-4 1000 2 0716 3008574 20 |
»» SUPPORT EXTENSION UNITS L
Hot Dip Galvanized After Fabrication (TS EN ISO 1461) ASU 1A \l
1
- L T Weight Order  Pack w S
Description mm mm) (oo Code (o)
ASU 1A-1 125 2 0098 3008581 20
ASU 1A-2 250 2 0197 3008579 20
ASU 1A-3 500 2 0394 3008577 20
ASU 1A-4 1000 2 0,788 3008575 20

MW Please indicate order code in your orders.
W Please contact us for special size. W Material weights may vary by + 10%



y,{b\
/\ 00\ ELEKTRIK
‘IQS /
»» TRAY SUPPORTS ~ AT
Hot Dip Galvanized After Fabrication (TS EN 1SO 1461) J \ 3
- A T Weight Order  pack !
Description (mm) (mm) (a/pc)  Code (pc) T\ g 1
v N
AT1 050 50 2 0,199 3008541 20 ¢0
AT1 100 100 2 0,232 3008540 10 >
AT1 150 150 2 0,240 3008539 10 <
AT1 200 200 2 0,293 3008538 10 ~ e
S \‘bb‘
>
»» TRAY SUPPORT
Hot Dip Galvanized After Fabrication (TS EN ISO 1461)
- A T Weight Order  Pack -
Description mm)  (mm) (a/po)  Code (pc) P <o\ AT 2
4 AT2 050 50 2 0,098 3008537 10
.
R
> TRAY SUPPORT oy
Pre-galvanized (TS EN 10346 - TS EN 10143) \ Q, 1
%
A A T  Weight  Order Pack
Description (mm) (mm)  (kg./pc) Code (pc.) /
4 AT2 050 50 2 0,089 3008536 10 . /
N
»» “T” SYSTEMS TRAY SUPPORTS
Hot Dip Galvanized After Fabrication (TS EN IS0 1461)
g A T  Weight Order Pack
Description (mm)  (mm)  (kgJset) Code ®oc)
4 AT2 100 97 2 0,202 3008535 5
4 AT2 150 147 2 0,228 3008533 5
4 AT2 200 197 2 0,258 3008531 5 AT 2
6 AT2 100 97 2 0,222 3008262 5
6 AT2 150 147 2 0,250 3008260 5 _ \l
6 AT2 200 197 2 0,278 3008529 5 ES N BN
\% 1
»» “T” SYSTEMS TRAY SUPPORTS 8 %
Pre-galvanized (TS EN 10346 - TS EN 10143) <
- AT Weight Order  Ppack v
Description om  m) (kglset Code fovt ~ /? X \
18
4 AT2 100 97 2 0,184 3008534 5 S
4 AT2 150 147 2 0,208 3008532 5
4 AT2 200 197 2 0,234 3008530 5
6 AT2 100 97 2 0,202 3008261 5
6 AT2 150 147 2 0,228 3008259 5
6 AT2 200 197 2 0,252 3008528 5
W AT2 hanger carriers cannot be used with
M Please indicate order code in your orders. hot-dip trays (1,5-2mm).
W Please contact us for special size. W Material weights may vary by = 10%
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AT 2

AT 2

AT 2

AT 2

TMP 1

ASU 1A

AT 2

AT 1

M| Please indicate order code in your orders.
MW Please contact us for special size. W Material weights may vary by + 10%



ELEKTRIK

»» TRAY SUPPORTS
Pre-galvanized (TS EN 10346 - TS EN 10143)

H A T  Weight  Order Pack

Description (mm)  (mm) (mm) (kg./pc) Code (pc.)
Omega Console1 40 100 2 0,150 3006359 10 Omega
Omega Console2 40 200 2 0,205 3006371 10 Console
Omega Console 3 40 300 2 0262 3006373 10 /}
S 12
TN T
»» TRAY SUPPORTS \j’\§
Hot Dip Galvanized (TS EN IS0 1461) N o
/\«
Description M A T Weight Order Ppack I
(mm)  (mm) (mm)  kg/pc)  Code (pc) ~ b \\IH
70/ q>’\,\
Omega Console1 40 100 2 0,165 3006360 10 ™~
Omega Console2 40 200 2 0,226 3006372 10
Omega Console3 40 300 2 0,288 3006374 10
’\000
Omega
< ~ Console
=3
\ v
K%
\'\QQ*
010\6
L * Cable tray containing union holes may be produced according to
<~ customer request.

M Please indicate order code in your orders.
MW Please contact us for special size. W Material weights may vary by + 10%




ELEKTRIK

»» SUPPORT EXTENSION UNITS ASU 2A - 1,5A

Pre-galvanized (TS EN 10346 - TS EN 10143)

-4 | 815
o L T  Weight  Order Pack 71—
Description (mm)  (mm) (ka/pc.) Code (pc) @ ij
Rl 25
ASU 2A-1 125 2 0,200 3008588 10 9 15 O
ASU 2A-2 250 2 0,367 3008586 10 1| — _j—
ASU 2A-3 500 2 0738 3008584 10 , a‘@F L | Oers
ASU 2A-4 1000 2 1,477 3008582 10 ¢ l O
ASU 2A-5 2000 2 2,953 3008167 10 3 25 .
ASU 2A-6 3000 2 4430 3008174 20 N
ASU 1,5A-4 1000 1,5 1,103 3086455 10 -4 ﬁj
ASU 1,5A-5 2000 15 2206 3086457 10 E—
ASU 1,5A-6 3000 1,5 3,309 3086458 20 ;
HHT I
ASU 2A - 1,5A l
ASU 2A - 1,5A
> -4 | 815
SUPPORT EXTENSION UNITS S
Hot Dip Galvanized After Fabrication (TS EN IS0 1461) @ O an!
- L T Weight Order  Pack Ly 25
B mm (m)  kee)  Code (o) O—
"|— —
ASU 2A-4 1000 2 1,625 3008583 10 ‘@‘ L O-—-295
ASU 2A-5 2000 2 3,248 3008168 10 e S ®
ASU 2A-6 3000 2 4,873 3008175 20
ASU 1,5A-4 1000 1,5 1,213 3086459 10 S O
ASU 1,5A-5 2000 1,5 2,427 3086460 10
46
ASU 1,5A-6 3000 1,5 3,640 3086461 20 I~ ﬁi
[Te)
B ﬁ;
ASU 2A - 1,5A
ASU 2A - 3A
‘k 46 ——‘ — 315 |—
»» SUPPORT EXTENSION UNITS I B
Hot Dip Galvanized After Fabrication (TS EN 1SO 1461) @1 O—
25
15
. L T  Weight  Order Pack -
Descrlpllon (mm)  (mm) (kg./gc.) Code (pc.) 11 ﬂ@R O f
—1-29,5
ASU 2A-1 125 2 0,220 3008589 10 . H‘@‘% L *
ASU 2A-2 250 2 0,404 3008587 10 & l O
ASU 2A-3 500 2 0,812 3008585 10 S 25 o
ASU 3A-4 1000 3 2,455 3086433 10 iy
ASU 3A-5 2000 3 4,911 3086434 10 - ﬁj
ASU 3A-6 3000 3 7,365 3086435 20 —_—
LA
B jS

ASU 2A - 3A
M| Please indicate order code in your orders.

MW Please contact us for special size. W Material weights may vary by = 10%
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»» ASU JOINT UNIT 40— 285
Pre-galvanized (TS EN 10346 - TS EN 10143) 0 ]
O
- L T  Weight  Order Pack
Description (m  (m Gohc)  Code e ﬂoh . 0
ASU Joint Unit 135 2 0173 3006640 20 210 Lo
o 0O
25
»» ASU JOINT UNIT G O
Hot Dip Galvanized After Fabrication (TS EN IS0 1461)
ot ]
o L T  Weight rder Pack | w
Desc”p“o“ (mm)  (mm) (kg./pc.) Code (pc.) J T La;
ASU Joint Unit 135 2 0,269 3006641 20
ASU
ASU2A-15A-3A
Joint Unit
ASU
»» HANGER MODULES
Pre-galvanized (TS EN 10346 - TS EN 10143)
ASU-Z
o L T  Weight  Order Pack
Description mm) m)  Gebe)  Code (o)
ASU-Z 1000 1000 1,5 1,086 3086467 10
ASU-Z 1500 1500 1,5 1,628 3086468 10
ASU-Z 2000 2000 1,5 2,171 3086469 10
ASU-Z 3000 3000 1,5 3,257 3086470 10 L
ASU-Z 1000 1000 2 1,445 3086475 10
ASU-Z 1500 1500 2 2,168 3086476 10
ASU-Z 2000 2000 2 2,891 3086477 10
ASU-Z 3000 3000 2 4,336 3086478 10
T
»» HANGER MODULES ASU-Z
Hot Dip Galvanized After Fabrication (TS EN IS0 1461) W
. L T  Weight  Order Pack 295
Descri p“ on (mm)  (mm)  (kg./pc.) Code (pc.)
ASU-Z 1000 1000 1,5 1,195 3086471 10
ASU-Z 1500 1500 1,5 1,791 3086472 10
ASU-Z 2000 2000 1,5 2,388 3086473 10 31,5
ASU-Z 3000 3000 1,5 3,583 3086474 10
ASU-Z 1000 1000 2 1,590 3086479 10 26
ASU-Z 1500 1500 2 2,385 3086480 10
ASU-Z 2000 2000 2 3,180 3086481 10 _ .
ASU-Z 3000 3000 2 4770 3086482 10 | After the areall is cqt a.t rqulred measqres, the cut area
should be painted in line with the coating procedure.
M Please indicate order code in your orders. (See. Binrak Page 33)
MW Please contact us for special size. W Material weights may vary by = 10%
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P> TRAY SUPPORTS O

Pre-galvanized (TS EN 10346 - TS EN 10143)

inti A T Weight Order  Pack
bl (mm (mm) Geho)  Code  (bc)
KT 050 90 1,5 0,115 3008572 40
KT 100 140 1,5 0,170 3008570 20
KT 150 190 1,5 0,224 3008568 20
KT 200 240 1,5 0,281 3008566 20
KT 250 290 1,5 0,337 3008564 20
KT 300 340 1,5 0,428 3008562 10
KT 400 440 2 0,682 3008560 10
KT 500 540 2 0,840 3008558 10
During the KT installation, for the A size,
7 al & LT | iR W it is advised to use a single joint pin up to 90-140-190-240,
and a double joint pin from the size 290 up to 640.
> TRAY SUPPORTS
Hot Dip Galvanized After Fabrication (TS EN IS0 1461)
Cog A T  Weight  Order Pack
Description mm (mm) (kapo) Code (00) KT
KT 050 90 1,5 0,126 3008573 40
KT 100 140 1,5 0,187 3008571 20 ]
KT 150 190 1,5 0,246 3008569 20 '
KT 200 240 1,5 0,309 3008567 20
KT 250 290 1,5 0,370 3008565 20
KT 300 340 15 0,470 3008563 10 Cotter Pin
KT 400 440 2 0,750 3008561 10
KT 500 540 2 0,924 3008559 10
KT 600 640 2 1,097 3008264 10
ASU 2A
KT MAX. LOAD and DEFLECTION VALUES
16
600
/ 14
500
v 400 "
300
//, /// 250{
/ / ] | 2001 ¢ yﬁ,
o | i 150 P
/ / | —_t | 6
e | I | | 100
/S ///|—*' Rm e NmEEEAuEN
i I [
,Z:, - U 2
aaaRd ARAARN A

é Max. load value allowed in kg
E Console length (mm)

r Under the console load allowed, the bending
= (mm) at the end of the hanger support

Load values in Tables have been defined on the basis of the TS EN 61537 Standard.




»» CEILING MOUNTING FITTINGS
Pre-galvanized (TS EN 10346 - TS EN 10143)

ELEKTRIK

Aoy T  Weight Order Pack
Description (mm) (kg./gc) Code (pc)
TMP 6 Ceiling Support Unit 2 0,269 3008379 10
»» CEILING MOUNTING FITTINGS
Hot Dip Galvanized After Fabrication (TS EN IS0 1461)
A= T  Weight Order Pack
Description i) (kg_,gc) Code o WP 6
TMP 6 Ceiling Support Unit 2 0,296 3008380 10
TMP 6 Ceiling Support Unit 4 0,884 3006349 10
) )
914
EAE
AN 000,
[ee]
AT 48—
o
S T=2mm A i
130° -
90 130
0 ]
© 1 @105 O11 - @15 @13
LT T3 0 O s
wn
7o)
= ] gy
56
78
M8x20
Bolt
mg mshef T™MP 6 M8/M10 Steel Dowel
TMP 6
KT
|
Cotter Pin
I q
]
Cotter Pin
ASU 2A
ASU 2A KT

M Please indicate order code in your orders.
MW Please contact us for special size.

W Material weights may vary by + 10%
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TMP 6, WITH ASU 2A TUNNEL WALL APPLICATION

TMP 6
M8/M10
Threaded Rod
ASU 2A
TMP 6
ASU 2A
A 10N
ASUPZLIOA '
W|TH L AP
p 6 ' WA-
M e

M Please indicate order code in your orders.
MW Please contact us for special size. W Material weights may vary by = 10%
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»p CEILING MOUNTING FITTINGS
Hot Dip Galvanized After Fabrication (TS EN IS0 1461)

TMP 44
- L T  Pulling Load Weight  Order Pack

Description mm  mm)  e) ke  Coge  (e)  TMP 49
TMP41 Ceiling Support Unit 125 2 500 0,318 3008232 20
TMP42 Ceiling Support Unit 250 2 500 0,487 3008233 20
TMP43 Ceiling Support Unit 500 2 500 0,856 3008234 10 /
TMP44 Ceiling Support Unit 1000 2 500 1,936 3008235 = <

o<
TMP45 Ceiling Support Unit 2000 2 500 3,413 3007952 -
TMP 41 - \fs
D>

TMP 41-42-43-44-45 MAX. LOAD and DEFLECTION VALUES TMP 42

” 45 TMP 43 &/
< \/
. 2% Q,"?/ l O’:\s/ 1
4

/ A

o /
/ J\L
0 // S %

TMH 44

K

T4

/ TMR 43
/ é Max. load value allowed in kg
/ TR 42

Console length (mm)

T T T T [

0o % 00 150 200 250 Hanger support distances as indicated

200 0 30 60 90 120 150

® 0 & i & E 2 in our product Standard

500 0 15 30 45 60 75

600 0 15 30 45 60 75 _

g Under the console load allowed, the bending

! (mm) at the end of the hanger support

Load values in Tables have been defined on the basis of the TS EN 61537 Standard.

155
125
pE
hﬂﬁ A) @D O
29-—+—C) D) @11@7 46 15x35\U L,‘, e — 46—
11x15k—O ox15 11x15© 28 ﬁ%ﬂ O O 1 J“’
ol O L os Q*J T Tm \Qfmo ) G— TJE ;

12x20

M Please indicate order code in your orders.
W Please contact us for special size. W Material weights may vary by + 10%
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TMP 44
During the KT installation,
it is advised to use a single joint
pin up to 90-140-190-240,
and a double joint pin
from the size 290 up to 640.
Cotter Pin
TMP 44
KT
KT Cotter Pin
KT
VERTICAL HANGER: P (kg) PERMITTED MAXIMUM LOAD VERTICAL HANGER: P (kg) PERMITTED MAXIMUM LOAD
- TMP 41/ TMP 45 Series FOR ONE SIDED LOADING [ TMP 41/ TMP 45 Serisi FOR DOUBLE SIDED LOADING
@ ‘ Type L Fzmax A (Console Length) 2 Type L Fzmax A (Console Length)
g (mm) (ko) 400 200 300 400 500 600 (mm) (k9) 100 200 300 400 500 600
- . TMP 41 125 240 220 200 180 160 140 B . . TMP 41 125 250 250 250 250 250 250
D =
= TMP 42 250 240 220 200 180 160 140 ; TMP 42 250 250 250 250 250 250 250
S F*A—J TMP43 500 500 240 220 200 180 160 140 E 4@ F*A——‘ TMP43 500 500 250 250 250 250 250 250
F.max  IMP 44 1000 220 200 180 150 120 100 lpzmax TMP 44 1000 250 250 250 250 250 250
TMP 45 2000 140 120 100 80 70 60 TMP 45 2000 250 250 250 250 250 250
VERTICAL HANGER: P (kg) PERMITTED MAXIMUM LOAD VERTICAL HANGER: P (kg) PERMITTED MAXIMUM LOAD
TMP 41 / TMP 45 Series FOR ONE SIDED LOADING N TMP 41/ TMP 45 Serisi FOR DOUBLE SIDED LOADING
Eﬂ P Type L Fzmax A (Console Length) = P P Type L  Fzmax A (Console Length)
g (mm) (ko) 100 200 300 400 500 600 = (mm) (k9) 100 200 300 400 500 600
- . TMP 41 125 120 110 100 90 80 70 B . . TMP 41 125 125 125 125 125 125 125
= L TMP 42 250 120 110 100 90 80 70 i TMP 42 250 125 125 125 125 125 125
2 =
S F*A——J TMP43 500 500 120 110 100 90 80 70 g 4@ F*A——‘ TMP43 500 500 125 125 125 125 125 125
F.max  TMP 44 1000 110 100 90 75 60 50 lemax TMP 44 1000 125 125 125 125 125 125
TMP 45 2000 70 60 50 40 35 30 TMP 45 2000 125 125 125 125 125 125

M| Please indicate order code in your orders.
W Please contact us for special size. W Material weights may vary by + 10%
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TMP 44
TS
TMP 44
TS

VERTICAL HANGER: P (kg) PERMITTED MAXIMUM LOAD VERTICAL HANGER: P (kg) PERMITTED MAXIMUM LOAD

- TMP 41 / TMP 45 Series FOR ONE SIDED LOADING I TMP 41 / TMP 45 Series FOR DOUBLE SIDED LOADING

%‘ Type (mLm) Fz(anax. A (Console Length) é, Type L Fzmax A (Console Length)
E O 100-250 300 400 500 600 B | (mm) ~(k9)  1po-250 300 400 500 600
= . TMP 41 125 90 100 80 70 60 g . . TMP 41 125 90 100 80 70 60
= TMP 42 250 90 100 80 70 60 ; TMP 42 250 90 100 80 70 60
E o FAJ TMP 43 500 500 90 100 80 70 60 E ’4$! F*A——‘ TMP 43 500 500 90 100 80 70 60
F.max  TMP 44 1000 90 100 80 70 60 lemax TMP 44 1000 90 100 80 70 60
TMP 45 2000 90 100 80 70 60 TMP 45 2000 90 100 80 70 60
VERTICAL HANGER: P (kg) PERMITTED MAXIMUM LOAD VERTICAL HANGER: P (kg) PERMITTED MAXIMUM LOAD

TMP 41 / TMP 45 Series FOR ONE SIDED LOADING — TMP 41 / TMP 45 Series FOR DOUBLE SIDED LOADING

E[ P Type (mLm) Fz(lr(nax. A (Console Length) E P P Type L  Fzmax A (Console Length)
£ O 100-250 300 400 500 600 = | (mm) ~(k9)  1po-250 300 400 500 600
é . TMP 41 125 90 100 70 70 60 g . . TMP 41 125 90 100 80 70 60
%L J TMP 42 250 90 100 70 70 60 E J TMP 42 250 90 100 80 70 60
S —A TMP 43 500 500 90 100 70 70 60 E 7‘:A:| A TMP 43 500 500 90 100 80 70 60
Fmax  TMP 44 1000 90 9 70 60 50 lemax TMP 44 1000 90 100 80 70 60
TMP 45 2000 80 60 50 40 30 TMP 45 2000 90 100 80 70 60

M| Please indicate order code in your orders.
W Please contact us for special size. W Material weights may vary by + 10%
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»p> CEILING FIXING ELEMENT

Hot Dip Galvanized After Fabrication (TS EN 1SO 1461) TMP 2
.. T TensileLoad Weight Order  Pack
Description (. " g) ka9 Code s

TMP2 4 900 1,454 3086553 10

47

§
@
-,
i

D

118
13x28 =
190
TMP 2 Fixing Element Mounting;
4 Units of M10x30 Bolts,
8 Units of M10 Washers,
4 Units of M10 Spring Washers and
4 Units of M10 Nuts should be used.
UPY 3mm
4mm

M Please indicate order code in your orders.
W Please contact us for special size. W Material weights may vary by + 10%
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»p> CEILING FIXING ELEMENT

Hot Dip Galvanized After Fabrication (TS EN 1SO 1461) TMP 3
.. T Tensile Load Weight Order  Pack
Description . ™ g) ka/p)  Code s

TMP3 4 900 1,689 3086554 10

75

47

- O
N CD Wy,
O 5

13x28 - .
TMP 3 Fixing Element Mounting;

6 Units of M10x30 Bolts,

12 Units of M10 Washers,

6 Units of M10 Spring Washers and
6 Units of M10 Nuts should be used.

M| Please indicate order code in your orders.
W Please contact us for special size. W Material weights may vary by + 10%
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»»> CEILING MOUNTING FITTINGS
Hot Dip Galvanized After Fabrication (TS EN IS0 1461)

T Tensile Load Weight

Description mm ke (kadpo)

TMP 8 Ceiling Support Unit 4 500 0,688 3008382 10

TMP 8

»» CEILING MOUNTING FITTINGS
Hot Dip Galvanized After Fabrication (TS EN IS0 1461)

T Tensile Load Weight

Description . (kg) (kg./pc)

TMP 9 Ceiling Support Unit 4 500 0,877 3008383 10

TMP 9

M| Please indicate order code in your orders.
W Please contact us for special size.

155
125
Order Pack ‘ — 70 — ‘
Code  (pc) - \ N
é O G
14%20 O 15X35\@ O u'\) '8_
O -o10 ) G+—
\
12x20
T
@)
o 3
| ¢
7,5
—% S i
0 l
NN O
=
155
Order  Pack ‘ |— 1725 S ‘
Code  (pc)
- \ [
é O G
14x20 O 15X35\@ O u'\) '8_
O -o10 ) G+—
\
12x20
T
@)
— % 0 p
. O
- l Oy
T o 8
©
2 o O

S

W Material weights may vary by + 10%



TMP 8

ELEKTRIK

TMP 8

M6x12 Bolt -
M6 Nut Cotter Pin
' KT
ASU 2A
ASU 2A
TMP 9
M6x12 Bolt
T™MP 9 M6 Nut
M6x12 Bolt
M6 Nut
Cotter Pin
ASU 2A ASU 2A
KT

M| Please indicate order code in your orders.
MW Please contact us for special size. W Material weights may vary by = 10%
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»» TRAY SUPPORTS
Pre-galvanized (TS EN 10346 - TS EN 10143)

. ord \ ——1 | TS250
Description b 1y ol come ool IS o G4 Ig 233
TS 050 55 2 0107 3008556 20 v - o lg ggg
TS 100 105 2 0,165 3008554 20 /ﬁ o 120
TS 150 155 2 0,224 3008552 20 «+\‘b\ o7~ |
TS 200 205 2 0,283 3008550 10 ZE
TS 250 255 2 0,474 3008548 10 o
TS 300 305 2 0,552 3008546 10 Wall Type T
TS 400 405 2 0,710 3008544 10
TS 500 505 2 0,868 3008542 10
TS 600 605 2 1,025 3005827 10
TS / N - 1850
»» TRAY SUPPORTS M il $§123
Hot Dip Galvanized After Fabrication (TS EN IS0 1461) /A \ TS 200
T+
Description % tiom ((]:rottie; oo SIS S -
TS 050 55 2 0,118 3008557 20 -
TS 100 105 2 0,182 3008555 20
TS 150 155 2 0,246 3008553 20 |
TS 200 205 2 0,311 3008551 10 o go'*?
TS 250 255 2 0,521 3008549 10 M105t
TS 300 305 2 0,607 3008547 10 e/
TS 400 405 2 0,781 3008545 10
TS 500 505 2 0,955 3008543 10
TS 600 605 2 1,128 3005828 10
TS
TS MAX. L({AD and DEFLECTION VALUES
—
50
45
40
35
600 %0
1200, y}&.
//i 400 z:
'// | 300 15
/ L . ggg . é Max. load value allowed in kg
Aé , ﬂ_ .1138 5 E Console length (mm)
00 A A0S %060 S0 O TR0 0 yﬁ Under the console load allowed, the bending
é (mm) at the end of the hanger support

Load values in tables have been defined on the basis of the TS EN 61537 standard.
M Please indicate order code in your orders.

MW Please contact us for special size. W Material weights may vary by + 10%
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»» CONNECTION PARTS
Pre galvanized (TS EN 10346 - TS EN 10143) BRA 2 ~ BRA 7
P RSN
- Weight ~ Order  pack ™ <
Description (kg'/gc) Code oc) J <
0 e\(
P P
BRA2 “T” Fixing Fitting 0,074 3008265 20 J> /#g qF( \/1
BRA7 “T” Ceiling Connection Part 0,076 3008324 20 S LS
»» CEILING MOUNTING FITTINGS "U" Ceiling mounting fitting L" Ceiling mounting fitting
Alkali Zinc
0 d 11?(Z0 -~ > ¢11
- Capacity Weight rder Pack ™ A IS
Description ko) (g9 Code  (Pc) | / y ] /
N 0 49 -
"U" Ceiling Mounting Fitting 250 0,135 3000001 20 t / & ~ L
"L" Ceiling Mounting Fitting 250 0,091 3000000 40 I ~ > / <,
< o ~ e
o) NS o) D‘Q
NN NN

"L" Ceiling mounting fitting "U" Ceiling mounting fitting

M8/M10 M8/M10
Threaded Rod Threaded Rod
AT3 AT3

M8
Threaded Rod
BRA 7
BRA 2

M Please indicate order code in your orders.
MW Please contact us for special size. W Material weights may vary by + 10%



ELEKTRIK \ -
»» HEAVY DUTY SUPPORTS (1) P

> =
Hot Dip Galvanized (TS EN IS0 1461) (»\

- L Pulling Load Weight  Order
Description - a) ko) Code \
)
IDD 300 300 1200 2,650 3008314 5 % Sl
IDD 400 400 1200 3,050 3008313 .
IDD 500 500 1200 3,550 3008312 2
IDD 600 600 1200 4,250 3008311
IDD 700 700 1200 4,650 3008310 5
IDD 800 800 1200 5,150 3008309 7l/ L
IDD 900 900 1200 5,650 3008308
IDD 1000 1000 1200 6,250 3008307
IDD 1100 1100 1200 6,650 3008306 DD
IDD 1200 1200 1200 7,150 3008305
IDD 1300 1300 1200 7,850 3008304
IDD 1400 1400 1200 8,250 3008303
IDD 1500 1500 1200 8,850 3008302
IDD 1600 1600 1200 9,450 3008301 /
IDD 1700 1700 1200 9,850 3008300
IDD1800 1800 1200 10,350 3008299 \‘ % ‘
IDD 1900 1900 1200 10,850 3008298 NG
IDD 2000 2000 1200 11,450 3008297
IDD 3000 3000 1200 16,650 3030392 @
o[ D= U O | ¢
-
18
150
190
1DD-400-2000 MAX. LOAD and DEFLECTION VALUES
“ 2000
. 1800
1600
u I | 1400
i ; | // e 1000
15 3 T =
i i Max. load value
! i // |0 é allowed in kg
10 —+—— —
B e s N e e Y e
5 1—-—7/,’/ 400 ]
: | I Hanger support distances
éé—ﬁ’ as indicated in our
(1]00\0 0 0 0 0 1000 1050 1075 1Mo 1125 1150 175 120 product Standard
20 0 175 350 500 700 850 900 925 950 1000 1050 1100 1100 _7
=2 =2 = 2 2 = »n =z » = » = = Under the console load
50 0 10 20 %0 2% w0 40 40 50 50 0 &0 w allowed, the bending (mm)
600 O 75 150 200 20 300 350 400 450 500 550 600 650 at the end Of the
é ; hanger support

Load values in Tables have been defined on the
basis of the TS EN 61537 Standard.

M Please indicate order code in your orders.
B Please contact us for special size. W Material weights may vary by = 10%



IDD HANDER CARRIAGE VALUES

P (kg) MAXIMUM LOAD ALLOWED IN

ELEKTRIK

P (kg) MAXIMUM LOAD ALLOWED IN

F, max

IDD 1500 1500

360 315 250 215 165 150

[DD 2000 2000

350 300 230 200 150 115

IDD 1500 1500

h IDD VERTICAL HANGER SINGLE-SIDED LOADING CONDITION 7 DD VERTICAL HANGER DOUBLE-SIDED LOADING CONDITION
5 ‘ Tvpe L Fzmax. A (Console Length) 5 Toe L. Fzmax. A (Console Length)
T - Y& (mm) (ko) 100 200 300 400 500 600 3 - P& (mm) (o) 100 200 300 400 500 600
2 P IDD500 500 1200 1100 850 750 700 650 & P P IDD500 500 600 600 600 600 600 600
=18 | oo 1000 1000 1150 1050 800 700 600 550 B | .| o000 1000 600 600 600 600 600 600
@ *~ pp 1500 1500 1100 950 750 650 500 450 = " | " DD 1500 1500 600 600 600 600 600 600
"7 DD 2000 2000 1050 900 700 600 450 350 e DD 2000 2000 600 600 600 600 600 600
[ 0D VERTICAL HANGER _$18 ‘e onoive corormon DT ., byECA NG DOURLE-SIDED L0ADING CONDITION
E Type L  Fzmax. A (Console Length) & Type L Fzmax. A (Console Length)
3 - (mm) (9) 100 200 300 400 500 600 T - (mm) (k9 100 200 300 400 500 600
2 P D500 500 600 550 425 375 350 325 %3 P P IDD500 500 300 300 300 300 300 300
= } .| 1000 1000 575 525 400 350 300 275 % 4., | Iooto0o 1000 300 300 300 300 300 300
@ o0 1500 1500 550 475 375 325 250 225  © ). DD 1500 1500 300 300 300 300 300 300
: DD 2000 2000 525 450 350 300 225 175 : IDD 2000 2000 300 300 300 300 300 300
T > IDDVERTICALHANGER Gud)c'civn \oaning coomon T e IDDVERTICALHANGER foil e o ihe conomon
5 b Type L  Fzmax. A (Console Length) E b b Type L Fzmax. A (Console Length)
2 - (mm) (9) 100 200 300 400 500 600 T - (mm) (kg) 100 200 300 400 500 600
2 P IDD500 500 400 360 280 250 230 215 & P P IDD500 500 200 200 200 200 200 200
s | oo 1000 1000 380 350 265 230 200 180 = DD 1000 1000 200 200 200 200 200 200
s A E 1200

200 200 200 200 200 200

IDD 2000 2000

200 200 200 200 200 200

* Table load values are specified on the basis of TS EN 61537 standard.
* Consoles that are compatible with IDD hangers are STK, STK-M and A-STK type consoles. For carriage values of consoles, refer to
section A-A, page 36, page 37 and page 38 respectively.

M| Please indicate order code in your orders.
W Please contact us for special size.

W Material weights may vary by + 10%



»» HEAVY DUTY SUPPORTS (1) l
Hot Dip Galvanized (TS EN IS0 1461) /24
A L Weight  Order T
Description ) | e Code

ELEKTRIK

IDY 300 300 1,700 3008242 oY he

IDY 400 400 2,100 3008290 L

IDY 500 500 2,600 3008289

IDY 600 600 3,300 3008288 \

IDY 700 700 3,700 3008287

IDY 800 800 4,200 3008286

IDY 900 900 4,700 3008285 I
IDY 1000 1000 5,300 3008284 ‘

IDY 1100 1100 5700 3008283 o

IDY 1300 1300 6,900 3008236
IDY 1400 1400 7,300 3008281
IDY 1500 1500 7,900 3008280
IDY 1600 1600 8,500 3008241

IDY 1200 1200 6,200 3008282 \

IDY 1700 1700 8,900 3008240 IDY-PROFILE SAFE CARRIAGE CAPACITIES
IDY 1800 1800 9,400 3008239

IDY 1900 1900 9,900 3008238 LOADING DIRECTION

IDY 2000 2000 10,500 3008237 @

IDY 3000 3000 15,700 3030391

IDD-IDY H-TYPE HANGER SAFE LOAD VALUES

VERTICAL HORIZONTAL SUPPORTS: IDY DISTRIBUTED LOAD
HANGER: IDD q (kg) q
Fz max. A A A
LM ko) 300-400-500mm  600-700-800mm  900-1000-1200mm Ly v v v v vy
- 500 1200 1000 900
g 1000 1200 1000 900 L
2 - 1500 1200 1000 900
< o o0 20 1200 1000 900
g ., L Max. Load Allowed
2 2500 1200 1000 900 () q (ko)
Fma  Fma 3000 1200 1000 900 0 1200
- 500 1200 1000 900 >
5 0t 1000 1200 1000 900 750 L
2 - 1500 1200 1000 900 1000 1000
= q (kg) 1200
= 2000 1200 1000 900 1250 850
€ a5 1200 1000 900 1500 700
Fmex  Fmax 300 1200 1000 900 1750 600
T q (kg) 500 800 800 800 2000 525
= j oo 1000 800 800 800 2950 175
2 o "o 800 800 800
=2 q (kg
2 { 2000 800 800 800 2500 G2
=,
) 800 800 800 2750 ik
F, max F, max 3000 800 800 800 3000 350




ELEKTRIK

IDD

IDY — DT

——— DY
M12 Steel Dowel—

—— STIK

M10x30
Bolt

Steel Dowel

IDK

M8x20—————

Bolt

Steel Dowel

M10x30 Bolt

STK—

— M8x20 Bolt

IDD

M Please indicate order code in your orders.
MW Please contact us for special size. W Material weights may vary by = 10%



ELEKTRIK

»» HEAVY DUTY SUPPORTS
Hot Dip Galvanized (TS EN IS0 1461)
Description A T Weight Orer pa  STK

STK 100 120 2 0,350 3008198 10
STK 150 170 2 0,417 3008114 10
STK 200 220 2 0519 3008296 10
STK 250 270 2 0892 3008295 10
STK 300 320 2 1,044 3008294 10
STK 400 420 2 1,215 3008293 10
STK 500 520 2 1,387 3008292 10
STK 600 620 2 1,557 3008291 10

B STK Bolt Set will be supplied with the product.

9x13 11x16
f
s o= RIE:
| 90 414 [EAE
47— —l-—4 J &
— 47! -4 74 e
STK Bolt Sets 1 STK Bolt Sets 2 13 }
STK Bolts set 1 for 100-150-200 STK Bolts set 2 for 250-300-400-500-600 (P/ @ 40
sizes is comprised of sizes is comprised of 44— l
1 each M8x20 screw, 2 each M10x30 Bolts,
1 each M8 nut, 2 each M10 Nuts,
2 each M8 Shim, 2 each M10 Shim,
1 each Washer and 1 each lug tool. 2 each Bellevile washer (M10),

1 each custom
STK shim and 2 each lug tools.

STK MAX. LOAD and DEFLECTION VALUES

L

—

50

45

40

35
600

30

20 é Max. load value allowed in kg
15
10 E Console length (mm)

f | : Under the console load allowed, the bending
0 40 80 120 160 200 240 280 320 360 400 440 480 520 560

! (mm) at the end of the hanger support

Load values in tables have been defined on the basis of the TS EN 61537 standard.

M Please indicate order code in your orders.
MW Please contact us for special size. W Material weights may vary by + 10%



ELEKTRIK

»» HEAVY DUTY SUPPORTS
Hot Dip Galvanized (TS EN IS0 1461)

i STK-M
Description (mAm) (me) Weight  Order  Pack

(kg./pc.) Code (set)
STK-M 250 270 2 1,277 3110215 10
STK-M 300 320 2 1,363 3110216 10
STK-M 400 420 2 1,534 3110217 10
STK-M 500 520 2 1,706 3110218 10
STK-M 600 620 2 1,876 3110219 10
B STK-M Bolt Set will be supplied with the product.
11x16
e
90 44|EAE
e
47 ~i--4
STK-M Bolt Set
Includes:
4 Unit of M10x35 Bolts,
4 Units of M10 Capsule Washers ,
4 Units of M10 Washers,
4 Units of Plain Washers,
4 Units of M10 Nuts,

2 Units of BR1 Square Washer and
1 Unit of STK-M.

STK MAX. LOAD and DEFLECTION VALUES

L

—

50

45
40
35
600
/ 30
v {00 2 yj:
/ 400 2
// P | é Max. load value allowed in kg
s /// i 33.&2,1150 1
A 1
,// et 10 E Console length (mm)
/ I~ '
A A .
7/ v
«smii [ERESE poe | IYI Under the console load allowed, the bending
0 40 80 120 160 200 240 280 320 360 400 440 480 520 560 !
! (mm) at the end of the hanger support

Load values in tables have been defined on the basis of the TS EN 61537 standard.

M Please indicate order code in your orders.
MW Please contact us for special size. W Material weights may vary by + 10%



ELEKTRIK

»» HEAVY DUTY SUPPORTS
Hot Dip Galvanized (TS EN IS0 1461)

Description (mAm) (mi) (me) ‘{!g',ge“t} %dee; A-STK
A-STK 200 210 90 3 1,463 3108826
A-STK 300 310 110 3 2,002 3108827
A-STK 400 410 130 3 2,627 3108828
A-STK 500 510 145 3 3,254 3108829
A-STK 600 610 165 3 3,904 3108830
A-STK 700 710 195 3 4,897 3108831
A-STK 800 810 195 3 5,398 3108832
A-STK 900 910 195 3 5,900 3108833
A-STK 1000 1010 195 3 6,401 3108834

B A-STK Bolt Set will be supplied with the product.

‘ A

o

H il

6 44

A-STK Bolt Set

Includes:

2 Unit of M10x30 Bolts,

2 Units of M10 Nuts,

2 Units of M10 Washers,

2 Units of M10 Plain Washers,
and 1 each lug tool.

A-STK MAX. LOAD and DEFLECTION VALUES

7 I
_}_ 200 é Max. load value allowed in kg
——— 3

r s ati 2 E Console length (mm)
IY? Under the console load allowed, the bending
(mm) at the end of the hanger support

lé Load values in Tables have been defined on the basis of the TS EN 61537
Standard.

0 200 400 800 1000 1200 1600

M Please indicate order code in your orders.
MW Please contact us for special size. W Material weights may vary by + 10%



»» SUPPORT FITTINGS
Hot Dip Galvanized (TS EN IS0 1461)
A T Weight Order  Pack
Description (mm) (kg_/get) Code oc)

IDT Support Fitting Set 4 0,815 3008279 10

Set of IDT consists;
2 IDT support fitting set, 4 M10x30 bolt, 8 M10 washer,
4 M10 spring washer, 4 M10 nut.

»» SUPPORT FITTINGS
Hot Dip Galvanized (TS EN ISO 1461)
o T  Weight  Order Pack

Description (mm)  (ka/pc) Code (0c)
IDK Support Fitting 4 0,226 3008278 20
IDK Joint Fitting 25 0,081 3006348 -
1-80 | Section Expansion Fittng 2,5 0,312 3008231 20
IDY U Section Expansion Fitting - - 1002278 -

W For installation of I-80 console joint unit;
4 units M10x30 bolt, 4 units M10 nut, 8 units M10 washer
and 4 units @10 washer shall be ordered.

IDY

1-80 Joint

v

&/\

IDY Protection Cover

M Please indicate order code in your orders.
M Please contact us for special size.

ELEKTRIK

IDT
@Q/\
~
oo
DT ¢’\,\
\/& / % T
\/
IDK Joint Fitting IDK
3 4°/>O
1 o 5
A e
50 \T
P 80
L
24 1Q /
12‘5)( Sx . >\\»
IDK
Joint Fitting IDY IDK

\\\\\\\\\\\\\\\\\\\\‘ AT Ty

Set of IDT consists;

2 pcs IDT support fitting
4 pcs M10x30 bolt

8 pcs M10 washer

4 pcs M10 spring washer
4 pcs M10 nut

should be used.

IDD s
56
o7

IDT

IDY

W Material weights may vary by = 10%



ELEKTRIK

»» CEILING MOUNTING FITTINGS
Hot Dip Galvanized After Fabrication (TS EN IS0 1461)

Weight  Order  Pack
ka/pc)  Code (pc)

Description

ﬁ
=]

TMP10 Ceiling Support Unit 1,298 3007922 10

TMP 7 Ceiling Support Unit 1,218 3008381 10 U

TMP 7 -
118
L
e
O
P
@;3 38
66
. O
( R

@
-
§

TMP 10

N )
118
150
190
1 6
&
() 2
o
.
4~
69
90
50°

M Please indicate order code in your orders.

MW Please contact us for special size. W Material weights may vary by + 10%




TMP 7

ELEKTRIK

M12x30 M12 Pull-off Dowel
Bolt M12 Nut
M12 Nut
M12 Washer
M12 Plain Washer
STK
M12x30 Bolt TMP10
M12 Nut
STK Connection Part
M10x30 Bolt
M10 Washer
M10 Nut
IDY
[-80 Section
Expansion Fitting
TMP 10
IDT
IDD
M12x30 Bolt
M12 Nut
M12 Washer
M12 Plain Washer
IDD
IDY
STK Connection part
STK ———

M Please indicate order code in your orders.
MW Please contact us for special size. W Material weights may vary by = 10%



ELEKTRIK

»» SUPPORT FITTINGS LA
Hot Dip Galvanized (TS EN ISO 1461) < %\ p
P> o
- T  Weight Order  Pack 57 !
Description (mm) (kg /pc) Code foot 2 (4%// / /
Purlin Pendant 5 0,297 2000322 20 } 13
e P2
»» SUPPORT FITTINGS ﬁ ‘5’0\ 5,
Alkali Zinc =
T  Weight  Order i (” . - / /T ’
inti elg 2
Description Q] Tzl O G \
D .
TP 1 Fixing Part 25 0,050 3006649 ~ Purlin Pendant
TP 2 Fixing Part 6 0,134 3006350
ITP
»» SUPPORT FITTINGS
Hot Dip Galvanized (TS EN IS0 1461)
_ T  Weight Order  Pack
Description (mm) (kg_/sget_) Code o
ITP Mounting Set 4 0,968 3004336 10
Note: The X dimension and the weight of the ITP Fixing element can <
vary with respect to the steel rod |. When placing an order please >\/

indicate the size of steel rod I.
1 set ITP consist of 2 pieces.

M Please indicate order code in your orders.
W Please contact us for special size. W Material weights may vary by + 10%



ELEKTRIK

TP
\
— BINRAK
— TMP 10
—— M12x30 Set of Bolts
Binrak
TP 2
— DY
Spring
Traverse
IDT—— Nut
M10x30 Set of Bolts
IDD
WS
‘\Q%\Q’%\“o
Wt
— TMP10
— M12x30 Set of Bolts

STK — P2

M 10x30 Bolt
M 10 Washer

M 10 Nut
— DY

— IDD

M Please indicate order code in your orders.
MW Please contact us for special size. W Material weights may vary by = 10%



ELEKTRIK

»» HEAVY DUTY SUPPORTS (U)
Hot Dip Galvanized After Fabrication (TS EN IS0 1461)

Description L PuIIi(Eg)Luad Weight  Order N \ i
%
6

(mm) (kg/pc) Code

’\0_&
ubDD 300 300 1000 2,750 3007997
ubD 400 400 1000 3,350 3007998
ubD 500 500 1000 3,950 3007999
ubDD 600 600 1000 4,550 3008000
ubpD 700 700 1000 5,150 3008001
ubpD 800 800 1000 5,750 3008002
ubpD 900 900 1000 6,350 3008003

unb
ubD 1000 1000 1000 6,950 3008004

uDD 1100 1100 1000 7,550 3008005
uDD 1200 1200 1000 8,150 3008006
uDD 1300 1300 1000 8,750 3008007
uDD 1400 1400 1000 9,350 3008008
uDD 1500 1500 1000 9,850 3008009
uDD 1600 1600 1000 10,550 3008010
uDD 1700 1700 1000 11,150 3008011
uDD 1800 1800 1000 11,750 3008012 _
uDD 1900 1900 1000 12,350 3008013
uDD 2000 2000 1000 12,950 3008014

13,
1
(@)
75
105

190

UDD-400-2000 MAX. LOAD and DEFLECTION VALUES
2000

1800

1600

1400
2 | - Max. load value
| / InN allowed in kg
15 ! | = _—
I | /// E Console length (mm)
800
/
10 uun = ]
| ! = o Hanger support distances
s . . .
I //// /// as indicated in our
5 S o = SEEEE 40 product Standard
| / | ] | )
: 471 T | —
o e e S Under the console load
10 0 20 ) 5 ) &) %0 7 %0 o7 1000 1050 1000 allowed, the bending (mm)
20 0 150 20 350 500 650 800 825 850 875 90 925 950 at the end of the
% 0 125 20 a0 “w 50 0 & 0 5 m 7 750 ;
E “w o 10 175 20 s 0 50 525 50 575 ) 0 0 hanger support
50 ) 0
50 50 0

Load values in Tables have been defined on the
basis of the TS EN 61537 Standard.

50 0 75 150 20 250 3% 400 425 450 500
600 O 50 100 150 20 250 g 300 30 400 450

M Please indicate order code in your orders.
MW Please contact us for special size. W Material weights may vary by + 10%



UDD HANDER CARRIAGE VALUES

P (kg) MAXIMUM LOAD ALLOWED IN

ELEKTRIK

P (kg) MAXIMUM LOAD ALLOWED IN

F, max

UDD 1500 1500

475 425 325 275 225 200

UDD 2000 2000

450 400 300 250 200 150

UDD 1500 1500

250 250 250 250 250 250

1 UDD VERTICAL HANGER SINGLE-SIDED LOADING CONDITION 7 UDD VERTICAL HANGER DOUBLE-SIDED LOADING CONDITION
E ‘ Type L Fzmax A (Console Length) E Type L Fzmax. A (Console Length)
z - (mm) (k) 100 200 300 400 500 600 g - (mm) (k9) 100 200 300 400 500 600
2 P UDD500 500 1000 950 750 700 650 600 3 P P UDD500 500 500 500 500 500 500 500
%7 | Upp 1000 1000 1000 900 700 600 550 500 § M| Uuooiooo 1000 500 500 500 500 500 500
o500 1500 950 850 650 550 450 400 I UDD 1500 1500 500 500 500 500 500 500
1 UDD 2000 2000 900 800 600 500 400 300 : UDD 2000 2000 500 500 500 500 500 500
[  UDD VERTICAL HANGER B e T, UoDVERTICAL HaNGER e N BDIE optr
E Type L Fzmax A (Console Length) = e L Fzmax A (Console Length)
3 - (mm) (0) 100 200 300 400 500 600 T - (mm) (ko) 100 200 300 400 500 600
2 P UDD500 500 500 475 375 350 325 300 & P P UDD500 500 250 250 250 250 250 250
) L | Uop 1000 1000 500 450 350 300 275 250 B UDD 1000 1000 250 250 250 250 250 250
& lFA a

UDD 2000 2000

250 250 250 250 250 250

Single-Sided 3 Row

L —
<

P

FAJ

F, max

UDD VERTICAL HANGER

L Fzmax.

e (mm) ~ (kq)

UDD 500 500

P (kg) MAXIMUM LOAD ALLOWED IN
SINGLE-SIDED LOADING CONDITION

A (Console Length)
100 200 300 400 500 600
330 315 250 230 215 200

UDD 1000 1000

330 300 230 200 180 165

1000
UDD 1500 1500

315 280 215 180 150 130

UDD 2000 2000

300 265 200 165 130 100

Double-Sided 3 Row

1 P P
P P
-
P P

UDD VERTICAL HANGER

L Fzmax.

P8 (mm)  (kg)

UDD 500 500

P (kg) MAXIMUM LOAD ALLOWED IN
DOUBLE-SIDED LOADING CONDITION

A (Console Length)
100 200 300 400 500 600
165 165 165 165 165 165

UDD 1000 1000

165 165 165 165 165 165

UDD 1500 1500

165 165 165 165 165 165

UDD 2000 2000

165 165 165 165 165 165

* Table load values are specified on the basis of TS EN 61537 standard.
* Consoles that are compatible with UDD hangers are STS and A-STS type consoles. For carriage values of consoles, refer to section A-A,
page 53 and page 54 respectively.

M| Please indicate order code in your orders.
W Please contact us for special size.

W Material weights may vary by + 10%



ELEKTRIK

»» HEAVY DUTY SUPPORTS (U)
Hot Dip Galvanized After Fabrication (TS EN IS0 1461)

L  Weight Order uby
- eig
Description i | s Code
UDY 150 150 0,900 3008376
UDY 300 300 1,800 3008023
UDY 400 400 2,400 3008024 5
UDY 500 500 3,000 3008025
UDY 600 600 3,600 3008026
uDY 700 700 4,200 3008027 l/////
UDY 800 800 4,800 3008028 p
5 L
UDY 900 900 5400 3008029 7/////

UDY 1000 1000 6,000 3008030
UDY 1100 1100 6,600 3008031
UDY 1200 1200 7,200 3008032
UDY 1300 1300 7,800 3008033
UDY 1400 1400 8,400 3008034
UDY 1500 1500 8,900 3008035

0 —
UDY 1600 1600 9,600 3008036 4 0 14 ’
UDY 1700 1700 10,200 3008037 / 42

UDY 1800 1800 10,800 3008038
UDY 1900 1900 11,400 3008039
UDY 2000 2000 12,000 3008040 0

UDY-PROFILE SAFE CARRIAGE CAPACITIES
L Max. Load Allowed

LOADING DIRECTION (mm) q (ko)
il 500 1000

750 950

1000 900

1250 800

1500 700

1750 600

DISTRIBUTED LOAD 2000 500
2 2250 425

v v v v v v v

2500 350
% . % 2750 325
3000 300

B Please indicate order code in your orders. B UDY 150, produced solid back.
MW Please contact us for special size. W Material weights may vary by + 10%



ELEKTRIK

»» CEILING MOUNTING FITTINGS
Hot Dip Galvanized After Fabrication (TS EN IS0 1461)

T  Weight  Order

Description mm)  (kg/pc) Code

U-65 U Section Expansion Fitting 25 0,345 3006642
UDY Protection Cover - - 1002279
1-80 I Profil Ek 25 0,312 3008231 ‘

B For installation of U-65 and UPY console joint unit; 1 unit I-80 console joint unit,
4 units M10x30 bolt, 8 units M10 nut and 4 units @10 washer shall be ordered.

uny

U-65 Joint

A%
o

A

UDY Protection Cover

M Please indicate order code in your orders.
MW Please contact us for special size. W Material weights may vary by + 10%



ELEKTRIK

»» HEAVY DUTY SUPPORTS (U)
Hot Dip Galvanized After Fabrication (TS EN IS0 1461)

ot L Weight  Order
Description - 591 o
UDYB 300 350 2,866 3007989
UDYB 400 450 3,458 3007990
UDYB 500 550 4,048 3007991
UDYB 600 650 4,640 3007992
UDYB 700 750 5,237 3007993
UDYB 800 850 5,856 3007994
ubDYB 900 950 6,433 3007995
UDYB 1000 1050 7,031 3007996
ubD
uDYB
<&
g
o
£
g
o

M Please indicate order code in your orders.
MW Please contact us for special size.

3 Row Application

180 > P
\q)\b(
B
S| |
UDD - UDYB H-TYPE HANGER SAFE LOAD VALUES
VERTICAL HORIZONTAL SUPPORTS: UDYB
HANGER: UDD Max. Load Allowed q (kg)
L (mm) Fz max. A A A
(ka)  300-400-500mm  600-700-800mm 900-1000-1200mm
- 500 1000 900 800
1000 1000 900 800
n 1500 1000 900 800
q (kg) 1000
2000 1000 900 800
CA 2500 1000 900 800
F.max F. max 3000 1000 900 800
— 500 900 900 800
a (k) 1000 900 900 800
n 1500 900 900 800
q (kg) 1000
2000 900 900 800
S A 2500 900 900 800
F. max F. max 3000 900 900 800
T ake 500 600 600 600
‘ atka) 1000 600 600 600
n 1500 600 600 600
q (kg) 1000
\ 2000 600 600 600
S 2500 600 600 600
F. max F. max 3000 600 600 600

UDYB

W Material weights may vary by + 10%



ELEKTRIK

»» HEAVY DUTY SUPPORTS (U) S

Hot Dip Galvanized (TS EN IS0 1461) | /%/\ 8q '\
Description 1 b Weioht (():dee;
H Following items shall be ordered for the
UPY 150 3 150 0,451 3004419 installation of the UPY Console attachment:
UPY 300 3 300 0,902 3004420 ~ I-80 | Profile attachment, 1 piece
UPY 400 3 400 1,203 3004422 ", 6o UProfle fiting, T piece
M10x30 Bolts, 4 pieces
UPY 500 3 500 1,507 3004424 10 Nuts, 4 pieces
UPY 600 3 600 1,804 3004426 3 M10 Washers, 8 pieces
UPY 700 3 700 2,112 3004428 N M10 Spring washers, 4 pieces.
UPY 800 3 800 2,398 3004429 S
UPY 900 3 900 2,695 3004430 \
UPY 1000 3 1000 3,037 3004431 UPY
UPY 1100 3 1100 3,307 3004432
UPY 1200 3 1200 3,608 3004433 J
UPY 1300 3 1300 3,905 3004434 N U-65 Joint
UPY 1400 3 1400 4,202 3004435
UPY 1500 3 1500 4,555 3004436
UPY 1600 3 1600 4,818 3004437 g
UPY 1700 3 1700 5115 3004438
UPY 1800 3 1800 5,412 3004439
UPY 1900 3 1900 5712 3004440
UPY 2000 32000 6,012 3004441
UPY 3000 3 3000 9,020 3001953 /
\7 /
UPY 150 4 150 0,586 3004486 >
UPY 300 4 300 1,172 3004487
UPY 400 4 400 1,562 3004489
UPY 500 4 500 1,956 3004491
UPY 600 4 600 2,343 3004493
UPY 700 4 700 2,728 3004495 UPY-PROFILE SAFE CARRIAGE CAPACITIES
UPY 800 4 800 3,124 3004496 Max. Load Allowed
UPY 900 4 900 3515 3004497 R TR (mlm) q (ko)
UPY 1000 4 1000 3,945 3004498 UPY - 3mm  UPY - 4mm
UPY 1100 4 1100 4,296 3004499 @ 500 700 800
UPY 1200 4 1200 4,686 3004500 750 590 700
UPY 1300 4 1300 5,071 3004501 E 1000 480 600
UPY 1400 4 1400 5467 3004502 1250 400 500
UPY 1500 4 1500 5,917 3004503 1500 320 400
UPY 1600 4 1600 6,248 3004504 DISTRIBUTED LOAD 1750 280 340
UPY 1700 4 1700 6,633 3004505 q 2000 240 300
UPY 1800 4 1800 7,029 3004506 Y9 vy vV v v vy 250 210 260
UPY 1900 4 1900 7,414 3004507 2500 185 225
UPY 2000 4 2000 7,811 3004508 P SN 2750 170 210
UPY 3000 4 3000 11,716 3001954 3000 160 200

M Please indicate order code in your orders.
B Please contact us for special size. B Material weights may vary by + 10%



ELEKTRIK

»» HEAVY DUTY SUPPORTS (U) QAA@@\
Hot Dip Galvanized After Fabrication (TS EN IS0 1461) /’\@ /
Description (mLm) Pu"i?kg.)l-oad ‘Qﬁg;ggt g:)dd(z \ \ o

s
UPD 300 300 900 2,101 3004510 ml/ ~
UPD 400 400 900 2,497 3004512
UPD 500 500 900 2,882 3004514
UPD 600 600 900 3,267 3004516
UPD 700 700 900 3,674 3004518
UPD 800 800 900 4,056 3004519
UPD 900 900 900 4,451 3004520 UPD

UPD1000 1000 900 4,837 3004521
UPD1100 1100 900 5206 3004522
UPD1200 1200 900 5610 3004523
UPD1300 1300 900 6,006 3004524
UPD1400 1400 900 6,391 3004525
UPD1500 1500 900 6,787 3004526
UPD1600 1600 900 7,172 3004527
UPD1700 1700 900 7,570 3004528
UPD1800 1800 900 7,960 3004529 >
UPD1900 1900 900 8,349 3004530

UPD2000 2000 900 8741 3004531 e (] D |= e

-

UPD 3000 3000 900 12,645 3030393

118
150

190

UPD 400-2000 MAX. LOAD and DEFLECTION VALUES

® 200
% 1800
1600
1400
20 I
I 1200
| |
1000
. i i ///
I i Max. load value
| ) // 800 A
_i» // allowed in kg
10 —
| T
| i L 600 E C
i i — onsole length (mm
5 2 = 400
| = = I .
! /ﬁ//—__—-——' Hanger support distances
— . . .
o — as indicated in our
10 0 an 20 40 50 50 60 650 0 750 a0 &0 W product Standard
20 0 150 200 300 350 400 500 550 600 650 700 750 800 -
30 0 70 150 175 250 325 400 450 500 550 600 650 700 B
E 0 0 % 1% 150 2 b % b ) 5 50 50 &0 Under the console load
I R I T R e Gl )
é ! at the end of the
hanger support

Load values in Tables have been defined on the
basis of the TS EN 61537 Standard.

M Please indicate order code in your orders.
MW Please contact us for special size. W Material weights may vary by + 10%



UPD HANDER CARRIAGE VALUES

P (kg) MAXIMUM LOAD ALLOWED IN

ELEKTRIK

P (kg) MAXIMUM LOAD ALLOWED IN

F, max

UPD 1500 1500

350 300 250 200 175 150

UPD 2000 2000

300 250 200 175 125 100

UPD 1500 1500

225 225 225 225 225 225

1 UPD VERTICAL HANGER SINGLE-SIDED LOADING CONDITION 7 UPD VERTICAL HANGER DOUBLE-SIDED LOADING CONDITION
E ‘ Type L Fzmax A (Console Length) E Type L Fzmax. A (Console Length)
z - (mm) (k) 100 200 300 400 500 600 g - (mm) (ko) 100 200 300 400 500 600
2 P UPD500 500 900 800 700 600 550 500 & P P UPD500 500 450 450 450 450 450 450
%7 | UpD1000 1000 800 700 600 500 450 400 § M| Upiooo 1000 450 450 450 450 450 450
_ UpD1s00 1500 700 600 500 400 350 300 I UPD 1500 1500 450 450 450 450 450 450
1 UPD 2000 2000 600 500 400 350 250 200 : UPD 2000 2000 450 450 450 450 450 450
[  UPDVERTICAL HANGER  §35 S oaoi coromon _ T ., UPDVERTCALHANGER DOURLE-SIDED LOADING GONDITION
E Type L Fzmax A (Console Length) = e L Fzmax A (Console Length)
3 - (mm) (0) 100 200 300 400 500 600 T - (mm) (ko) 100 200 300 400 500 600
2 P UPD500 500 450 400 350 300 275 250 P P UPD500 500 205 225 205 225 225 225
) L | UpD 1000 1000 400 350 300 250 225 200 B UPD 1000 1000 205 225 205 225 225 225
& lFA a

UPD 2000 2000

225 225 225 225 225 225

Single-Sided 3 Row

L —
<

P

FAJ

F, max

UPD VERTICAL HANGER

L Fzmax.

e (mm) ~ (kq)

UPD 500 500

P (kg) MAXIMUM LOAD ALLOWED IN
SINGLE-SIDED LOADING CONDITION

A (Console Length)
100 200 300 400 500 600
300 265 230 200 180 165

UPD 1000 1000

265 230 200 165 150 130

UPD 1500 1500

230 200 165 130 115 100

UPD 2000 2000

200 165 130 115 80 65

Double-Sided 3 Row

1 P P
P P
-
P P

UPD VERTICAL HANGER

P8 (mm)  (kg)

UPD 500 500

L Fzmax.

P (kg) MAXIMUM LOAD ALLOWED IN
DOUBLE-SIDED LOADING CONDITION

A (Console Length)
100 200 300 400 500 600
150 150 150 150 150 150

UPD 1000 1000

150 150 150 150 150 150

UPD 1500 1500

150 150 150 150 150 150

UPD 2000 2000

150 150 150 150 150 150

* Table load values are specified on the basis of TS EN 61537 standard.
* Consoles that are compatible with UPD hangers are STS and A-STS type consoles. For carriage values of consoles, refer to section A-A,
page 53 and page 54 respectively.

M| Please indicate order code in your orders.
W Please contact us for special size.

W Material weights may vary by + 10%



ELEKTRIK

»» HEAVY DUTY SUPPORTS (U)
Hot Dip Galvanized After Fabrication (TS EN IS0 1461)

UPYB
inti L Weight  Order o>
Description ) (kaipo) Code ~ N
UPYB 300 350 2,162 3004533
UPYB 400 450 2,567 3004535
UPYB 500 550 2,969 3004537
UPYB 600 650 3,372 3004539
UPYB 700 750 3,773 3004541 \
UPYB 800 850 4,176 3004542 g @o/
UPYB 900 950 4,579 3004543 0 -
UPYB 1000 1050 4,980 3004544 \Q,o
| <
So
\ \
S \]
UPD ——
UPYB
UPD - UPYB H-TYPE HANGER SAFE LOAD VALUES
VERTICAL HORIZONTAL SUPPORTS: UPYB
HANGER: UPD Max. Load Allowed q (kg)
L (mm) Fz max. A A A
(ka)  300-400-500mm  600-700-800mm 900-1000-1200mm
- 500 750 650 600
._§ 1000 750 650 600
— 1500 750 650 600
= i o0 0 750 650 600
=
& A 2500 750 650 600
F. max Fmax 3000 750 650 600
- 500 750 650 600
._g atka) 1000 750 650 600
£ 7 1500 750 650 600
= o 2000 %00 750 650 600
=
= A 2500 750 650 600
F. max Fomax 3000 750 650 600
- akg 500 600 600 600
£ ‘ . 1000 600 600 600
= . 1500 600 600 600
< \ o o0 0 600 600 600
=
< A 2500 600 600 600
F. max Fmax 3000 600 600 600

M Please indicate order code in your orders.

MW Please contact us for special size. W Material weights may vary by + 10%



EAE

ELEKTRIK

»» TRAY SUPPORTS
Hot Dip Galvanized After Fabrication (TS EN IS0 1461)

A T  Weight Order  Pack

Descrip“on (mm)  (mm) (kg./pc) Code (set.) STS
STS 250 -
STS 100 120 2 0,398 3008015 10 STS 300 >
STS 400 /\
STS 150 170 2 0,474 3008016 10 STS 500 >
STS 600 S
STS 200 220 2 0539 3008017 10 ~TUN
STS250 270 2 0,814 3008018 10 445"\
STS 300 320 2 0,920 3008019 10
STS 400 420 2 1,026 3008020 10
STS 500 520 2 1,262 3008021 10
STS 600 620 2 1,425 3008022 10
) A
11X16
-
UPD Ot OT 5
3 ° 8 J[EBAE
o i o
13x22
STS
) STS 100
- STS 150
54— STS 200 o
~N \
=]
STS «+“\
\/\qf’/
o i ‘ F9x13
5L
ofr s3|lo
13x22 j f
> (aq

STS MAX. LOAD and DEFLECTION VALUES

é Max. load value allowed in kg %
E Console length (mm)

igﬁ Under the console load allowed, the bending
(mm) at the end of the hanger support

Load values in Tables have been defined on the
basis of the TS EN 61537 Standard.

M Please indicate order code in your orders.
MW Please contact us for special size. W Material weights may vary by + 10%




ELEKTRIK

»» HEAVY DUTY SUPPORTS
Hot Dip Galvanized (TS EN IS0 1461)

A H T  Weight Order

Description o) o  mm o)  Code A-STS
A-STS 210 210 190 3 1,362 3108835
A-STS 310 310 190 3 1,799 3108836
A-STS 410 410 240 3 2,459 3108837
A-STS 510 510 240 3 2,965 3108838
A-STS 610 610 240 3 3,550 3108839
A-STS 710 710 290 3 4,545 3108840
A-STS 810 810 290 3 5,046 3108841
A-STS 910 910 290 3 5,548 3108842
A-STS 1010 1010 290 3 6,050 3108843
- 11X16
A (o]
o
n o
o
O]

A-STS MAX. LOAD and DEFLECTION VALUES

7 I
_}_ 200 é Max. load value allowed in kg
——— 3

r s ati 2 E Console length (mm)
IY? Under the console load allowed, the bending
(mm) at the end of the hanger support

lé Load values in Tables have been defined on the basis of the TS EN 61537
Standard.

0 100 200 300 400 500 600

M Please indicate order code in your orders.
MW Please contact us for special size. W Material weights may vary by + 10%



»» V SUPPORT
Description

V SUPPORT FITTINGS

Weight  Order

(kg./pc)

0,193

Code
3063023

»p ETS-D SUPPORT

Description (nf\m) (me) \:\klgllggt (():L(Le;
ETS-D 050 SUPPORT FITTINGS 70 2 0,191 3048986
ETS-D 100 SUPPORT FITTINGS 120 2 0,256 3048987
ETS-D 150 SUPPORT FITTINGS 170 2 0,325 3048988
ETS-D 200 SUPPORT FITTINGS 220 2 0,392 3048989
ETS-D 300 SUPPORT FITTINGS 320 2 0,679 3048990
ETS-D 400 SUPPORT FITTINGS 420 2 0,850 3048991
ETS-D 500 SUPPORT FITTINGS 520 2 1,021 3048992
ETS-D 600 SUPPORT FITTINGS 620 2 1,192 3048993

ETS-D MAX. LOAD and DEFLECTION VALUES

L

—

50

45

40

35

30

/ﬁun
400

e
/ '// 300
[ {250
0 it P i

[ T 1 e

0 10 20 30 40 50 60 70 80 90 100 110 120 130

140

M Please indicate order code in your orders.
W Please contact us for special size.
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175
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(GNENE=
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ETS-D

50
100
150
200

300
400
500
600

EAE

ELEKTRIK

“V” SUPPORT

MW Material weights may vary by = 10%



ELEKTRIK

»» C SUPPORT
Pre-galvanized (TS EN 10346 - TS EN 10143)

H A T Weight Order C SUPPORT ;

Description (mm) (m) (om) (ko)  Code

15

C HANGER WITH DOWEL 100-050 100 81 3 0,233 3086871
C HANGER WITH DOWEL 100-100 100 131 3 0,328 3086872
C HANGER WITH DOWEL 100-150 100 181 3 0,419 3086873
C HANGER WITH DOWEL 100-200 100 231 3 0,462 3086874 .
C HANGER WITH DOWEL 125-075 125 106 3 0,273 3086875
C HANGER WITH DOWEL 125-100 125 131 3 0,341 3086876 213
C HANGER WITH DOWEL 125-150 125 181 3 0,436 3086877 I
C HANGER WITH DOWEL 125-200 125 231 3 0,477 3086878 %
C HANGER WITH DOWEL 150-100 150 131 3 0,371 3086879
C HANGER WITH DOWEL 150-150 150 181 3 0,462 3086880
C HANGER WITH DOWEL 150-200 150 231 3 0,504 3086881
C HANGER WITH DOWEL 200-150 200 181 3 0,504 3086882
C HANGER WITH DOWEL 200-200 200 231 3 0,546 3086883
»p C SUPPORT
Hot Dip Galvanized (TS EN IS0 1461)
Description (mHm> (mAm> (me) ‘?I!gl/ggt %L':f.:
C HANGER WITH DOWEL 100-050 100 81 3 0,257 3086540
C HANGER WITH DOWEL 100-100 100 131 3 0,361 3086541
C HANGER WITH DOWEL 100-150 100 181 3 0,461 3086542
C HANGER WITH DOWEL 100-200 100 231 3 0,508 3086543
C HANGER WITH DOWEL 125-075 125 106 3 0,300 3086544
C HANGER WITH DOWEL 125-100 125 131 3 0,375 3086545
C HANGER WITH DOWEL 125-150 125 181 3 0,479 3086546 -
C HANGER WITH DOWEL 125-200 125 231 3 0,525 3086547
C HANGER WITH DOWEL 150-100 150 131 3 0,408 3086548
C HANGER WITH DOWEL 150-150 150 181 3 0,508 3086549
C HANGER WITH DOWEL 150-200 150 231 3 0,554 3086550
C HANGER WITH DOWEL 200-150 200 181 3 0,554 3086551 H
C HANGER WITH DOWEL 200-200 200 231 3 0,600 3086552

M Please indicate order code in your orders.
B Please contact us for special size. M Material weights may vary by = 10%



EAE

ELEKTRIK

PDD
ot iy vt it acaton (1 41501461 e
i i )
Description (ml'm) Lc:;l:ﬁl!::;:?m) Lgal:é:gs]igde) (me) V(vkgl/ggt %de‘g / ~ -
PDD 300 300 500 750 2 1,909 3007953 \ \
PDD 400 400 500 750 2 2,230 3007954 2
PDD 500 500 500 750 2 2,553 3007955 6 % h
PDD 600 600 500 750 2 2,871 3007956
PDD 700 700 500 750 2 3,518 3007957
PDD 800 800 500 750 2 3,841 3007958
PDD 900 900 500 750 2 4,160 3007959
PDD 1000 1000 500 750 2 4,485 3007960
PDD 1100 1100 500 750 2 4,807 3007961 L
PDD 1200 1200 500 750 2 5129 3007962
PDD 1300 1300 500 750 2 5451 3007963
PDD 1400 1400 500 750 2 5773 3007964
PDD 1500 1500 500 750 2 6,093 3007965
PDD 1600 1600 500 750 2 6,421 3007966
PDD 1700 1700 500 750 2 6,737 3007967
PDD 1800 1800 500 750 2 7,059 3007968
PDD 1900 1900 500 750 2 7,381 3007969
PDD 2000 2000 500 750 2 7,703 3007970
B o
O FF‘ON
o
PDD | O
r HHT
lvoo o]« 4«z=‘4dosos
g

O STS

o

O

o

2]

M Please indicate order code in your orders.
MW Please contact us for special size. W Material weights may vary by + 10%



ELEKTRIK

PDD
» P> UNIVERSAL SUPPORTS /\ /\Q@

PDD FRONT SURFACE-400-2000 MAX. LOAD and DEFLECTION VALUES
L

—

j 2000

1800

1600

1400

i
t f
%ﬂs i t ; 1200
f ' } t
1 ! I i 1000
10 i ; 800
e g ety et e saqag (TSR 600
s )
el
5 ———
!
A T
0 ) 12 160 20 a0
) ) 12 160 2 a0
140 160 20

% 120 150 ‘\ <
7 o 120 )

gEsg88°
ocoooocoo
ag

Max. load value
allowed in kg

e E Console length (mm)

L

—

PDD SIDE SURFACE-400-2000 MAX. LOAD and DEFLECTION VALUES !

& Hanger support distances
-1 1800 as indicated in our
% ; product Standard

1600

Under the console load
allowed, the bending (mm)
______ 1400 ; at the end of the

‘ : i I
" t j oot 1200 - hanger support
1 1 t o 1000
I st
10 800 Load values in Tables have been defined on the
e —— 600 .
i e e B 1) basis of the TS EN 61537 Standard.

750
750

550
550
350
240
180
125

340
300
200

ZRSEEG
g

288888 °
coooooo
SEEBEEET

M Please indicate order code in your orders.
MW Please contact us for special size. W Material weights may vary by + 10%



ELEKTRIK

»» UNIVERSAL SUPPORTS
Hot Dip Galvanized After Fabrication (TS EN IS0 1461)

L T  Weight  Order

Description (m  @m ko9  Code PDDB
PDDB 300 350 2 1,898 3007971 ~
PDDB 400 450 2 2,226 3007972
PDDB 500 550 2 2,552 3007973
PDDB 600 650 2 2,879 3007974 \
PDDB 700 750 2 3,207 3007975 013
PDDB 800 850 2 3,534 3007976 \
1&050 e
PDDB 900 950 2 3,861 3007977 J ?\ 5/
PDDB 1000 1050 2 4,188 3007978 \ \ 2
12X2Q
~ .
AaN
™~
ht
PDDB
PDD PDD

STS

M 10x30 Bolt

M 10 Nut

M 10 Washer

M 10 Spring Washer

STS

M Please indicate order code in your orders.
MW Please contact us for special size. W Material weights may vary by = 10%



ELEKTRIK

»» TRAY SUPPORTS
Hot Dip Galvanized After Fabrication (TS EN IS0 1461)
g A T  Weight Order  Pack STS-D
Description oy (kb Coge (ol STS-D 250 o
STS-D 300 /"/\\
STS-D100 120 2 0429 3007933 10 STS-D 400 °
STS-D 500 -
STS-D150 170 2 0,466 3007932 10 STS-D 600 TN
STS-D200 220 2 0,530 3007931 10 /@i\q’\
STS-D250 270 2 0,811 3007930 10
STS-D300 320 2 0,917 3007929 10
Wall Type
STS-D400 420 2 1,089 3007928 10
STS-D500 520 2 1,266 3007927 10
STS-D600 620 2 1,419 3007926 10 [
A
J © 11X16
¢ usﬂ (
p
|-‘3“0lJId =1 ° | b
oW’ 8 28 N ENE
105 ot || ||lo
M 1322
(@)
e
STS-D
STS-D 100
STS-D 150 -
STS-D 200 L
o
A+
N ~
\/>
—|| -4
C%ﬁ F9x13
o
STS-D MAX. I.LOAD and DEFLECTION VALUES &j 59_) é b
E 13)1(22 !
&l (@)
45
40 .
35
600 ©
. 500i 25 yﬁ;
// L~ 400 é Max. load value allowed in kg
L = i 20
-
//'/ ! iaou 70| ° 9 Console length (mm)
Ao et 200 10
P et s R i e T
//'/g/:_: ] i i“& 5 lyi’ Under the console load allowed, the bending
0 20 46 6;0 Bi(l 1[‘]0 1’20 1’40 1’60 1’80 2[:0 2’20 24’0 2(:0 300 (mm) altibe e e s hanger support
é Load values in Tables have been defined on the
basis of the TS EN 61537 Standard.

M Please indicate order code in your orders.
B Please contact us for special size. | Material weights may vary by + 10%
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ELEKTRIK

»» HEAVY DUTY SUPPORTS
Hot Dip Galvanized (TS EN IS0 1461)
Description A H T Weight Order A-STSD
p (mm) (mm) (mm) (kg./pc.) Code
A-STS-D 210 210 190 3 1,149 3109007
A-STS-D 310 310 190 3 1,586 3109008
A-STS-D 410 410 240 3 2,190 3109009
A-STS-D 510 510 240 3 2,869 3109010
A-STS-D 610 610 240 3 3,455 3109011
A-STS-D710 710 290 3 4,431 3109012
A-STS-D 810 810 290 3 4,933 3109013
A-STS-D910 910 290 3 5,435 3109014
A-STS-D 1010 1010 290 3 5,936 3109015
. ~11X16
o A
]
H (]
o
o

A-STS-D MAX. LOAD and DEFLECTION VALUES

/l
7
—— 10 yz}
////_ 400 g é Max. load value allowed in kg

i
i |
A i
/// T _i_ pRm 8 E Console length (mm)

I
=24 —i 2 ’ Under the console load allowed, the bending
| = r

0

(mm) at the end of the hanger support

lé Load values in Tables have been defined on the basis of the TS EN 61537
Standard.

M Please indicate order code in your orders.
MW Please contact us for special size. W Material weights may vary by + 10%



ELEKTRIK

»» UNIVERSAL SUPPORT FITTINGS
Pre-galvanized (TS EN 10346 - TS EN 10143)

C T  Weight Order Pack

Description (m  (m  (eho)  Code (o)
US 1050 80 2 0500 3008041 10 \/Q;,,
US 1100 130 2 0550 3008043 10 P
US 1150 180 2 0611 3008045 10
US 1200 230 2 0,666 3008047 10 \ o
US 1250 280 2 0721 3008049 10 -
US 1300 330 2

0777 3008051 10 \ 7
RS
<t

» P UNIVERSAL SUPPORT FITTINGS

Hot Dip Galvanized (TS EN 1SO 1461) 130
Description C T Weight Order Pack v

(mm)  (mm)  (kg./pc) Code (pc.)

US 1050 80 2 0,550 3008042 10

Us 1100 130 2 0,605 3008044 10 260

Us 1150 180 2 0,672 3008046 10

US 1200 230 2 0,733 3008048 10

US 1250 280 2 0,793 3008050 10 .

US 1300 330 2 0,855 3008052 10 ‘ ‘

C \

US 1050-1300 MAX. LOAD and DEFLECTION VALUES

M6 Steel Dowel

20 20 30 M6 Extension Unit

M6 Threaded Rod

Max. load value allowed in kg

_ Console length (mm)
us

Under the console load allowed, the bending
(mm) at the end of the hanger support

Load values in Tables have been defined on the basis of the TS EN 61537 Standard.

M Please indicate order code in your orders.
B Please contact us for special size. W Material weights may vary by + 10%



ELEKTRIK

»» UNIVERSAL SUPPORT FITTINGS
Pre-galvanized (TS EN 10346 - TS EN 10143)

Description 0, 1, Yol ((]:::18; o) us \/
St
US 2050 80 2 0220 3008053 10 o~
US 2100 130 2 0275 3008055 10
US 2150 180 2 0330 3008057 10 \ P
US 2200 230 2 0,38 3008059 10 >
US 2250 280 2 0441 3008061 10 \
US 2300 330 2 0470 3008063 10 R
US 3300 380 2 0496 3008065 10
»» UNIVERSAL SUPPORT FITTINGS 190
Hot Dip Galvanized (TS EN IS0 1461) - ‘
Description (m(fn) (me) ‘?t!gl/ggt (():dee; I?gcc)k c !
US 2050 80 2 0242 3008054 10
US 2100 130 2 0303 3008056 10 AL W W
US 2150 180 2 0,363 3008058 10 . % ‘ < ‘
US 2200 230 2 0425 3008060 10 | %
US 2250 2860 2 0485 3008062 10 [ ]|
US 2300 330 2 0517 3008064 10 ——
US 3300 380 2 0546 3008066 10

US 2050-3300 MAX. LOAD and DEFLECTION VALUES Max. load value allowed in kg

Console length (mm)

Under the console load allowed, the bending

I
[

(mm) at the end of the hanger support

15 Load values in Tables have been defined on the

basis of the TS EN 61537 Standard.

UL [RAN RRRARE RRRI i o i
0 25 50 100 150 200 250 300

M Please indicate order code in your orders.
B Please contact us for special size. W Material weights may vary by + 10%



ELEKTRIK

»» UNIVERSAL SUPPORT FITTINGS
Pre-galvanized (TS EN 10346 - TS EN 10143)

Description C T Weight Order  Ppack Us

(mm)  (mm)  (kg./pc) Code (pc.) \/eq/
Us 3400 480 2 0,662 3008067 10 /\
UsS 3500 580 2 0,773 3008069 10
US 3600 680 2 0,883 3008071 10 \/"’?
us 3700 780 2 0,994 3008073 10 >
Us 3800 880 2 1,101 3008075 10 \
R

> UNIVERSAL SUPPORT FITTINGS
Hot Dip Galvanized (TS EN ISO 1461)

Description C T Weight Order  pack %0

(mm)  (mm)  (kg./pc) Code (pc.) - ‘
US 3400 480 2 0,728 3008068 10 . |
US 3500 5860 2 0,850 3008070 10
US 3600 680 2 0971 3008072 10
Us 3700 780 2 1,093 3008074 10
US 3800 880 2 1,211 3008076 10

US 3300-3800 MAX. LOAD and DEFLECTION VALUES

L

Max. load value allowed in kg

Console length (mm)

[l

T 50
/U8 3800
/ 4 Under the console load allowed, the bending
i US 3700 4 (mm) at the end of the hanger support
/ / -
/ ré US 3400
2 // % Load values in Tables have been defined on the
/ /i basis of the TS EN 61537 Standard.
/ / i US 3500 % |
4 g E 20

0 75 150 225 300 375 450 525

M Please indicate order code in your orders.
B Please contact us for special size. W Material weights may vary by + 10%



ELEKTRIK

P> UNIVERSAL SUPPORT FITTINGS
Pre-galvanized (TS EN 10346 - TS EN 10143)

A T  Weight  Order Pack

Description (mm) mm) ko) Code (pc) us
US 5300 300 2 0322 3008087 10 \\/ N
US 5400 400 2 0429 3008089 10 Q’/\
US 5500 500 2 0,536 3008091 10
US 5600 600 2 0,644 3008093 10
US 5800 800 2 0,864 3008095 10 " \/ i
US 5900 900 2 0,972 3008097 10 7
\«@g)

»» UNIVERSAL SUPPORT FITTINGS N
Hot Dip Galvanized (TS EN ISO 1461)

Dot A T Weight Order Pack
LU o (mm)  m (oo Code (pc)
US 5300 300 2 0354 3008088 10 V W W %
US 5400 400 2 0,472 3008090 10 17z |
US 5500 500 2 0590 3008092 10
US 5600 600 2 0,708 3008094 10
US 5800 800 2 0951 3008096 10 Loenananad Leenananeas
US 5900 900 2 1,069 3008098 10
US 5300-5900 MAX. LOAD and DEFLECTION VALUES M6 Steel Dowel

40 US

Max. load value allowed in kg

Console length (mm)

Under the console load allowed, the bending

[N

600 o (mm) at the end of the hanger support

Load values in Tables have been defined on the
basis of the TS EN 61537 Standard.

M Please indicate order code in your orders.
B Please contact us for special size. W Material weights may vary by + 10%
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»» PROJECT DESIGN FORM
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